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	Reason for change:
	It is agreed in the conclusion for KI#2 in TS 23.700-91 that the source NWDAF may refer to NRF for discovery of candidate NWDAF instances. One of the criteria to be used for selection of candidates by the source NWDAF is the location of the NWDAFs. 
Clause 6.3.13 NWDAF discovery and selection in TS23.501 describes:

 The following factors may be considered by the NF consumer for NWDAF selection:
-	S-NSSAI.
-	Analytics ID(s).
-	NWDAF Serving Area information, i.e. list of TAIs for which the NWDAF can provide analytics.
The CR proposes to add a text to clarify that the location of NWDAF should be taken into consideration when selecting a candidate NWDAF by the source NWDAF.


	
	

	Summary of change:
	The source NWDAF considers the location information of NWDAFs to select candidates for relocation. 

	
	

	Consequences if not approved:
	The performance can be degraded by selecting a non-optimal candidate, e. g., in a geographically separated location, a different data center, etc.
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[bookmark: _Toc20150241][bookmark: _Toc27847049][bookmark: _Toc36188181][bookmark: _Toc45184092][bookmark: _Toc47342934][bookmark: _Toc51769636][bookmark: _Toc59095990] 6.3.13	NWDAF discovery and selection
Multiple instances of NWDAF may be deployed in a network.
The NF consumers shall utilize the NRF to discover NWDAF instance(s) unless NWDAF information is available by other means, e.g. locally configured on NF consumers. The NWDAF selection function in NF consumers selects an NWDAF instance based on the available NWDAF instances.
The following factors may be considered by the NF consumer for NWDAF selection:
-	S-NSSAI.
-	Analytics ID(s).
-    NWDAF Serving Area information, i.e. list of TAIs for which the NWDAF can provide analytics.
-    NWDAF location information, if the selection is to decide candidates for analytics subscription transfer
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