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FIRST CHANGE : Beware Only the start of the clause i.e. before the figure is provided in the CR
[bookmark: _Toc20204076][bookmark: _Toc27894764][bookmark: _Toc36191833][bookmark: _Toc45192922][bookmark: _Toc47592554][bookmark: _Toc51834635][bookmark: _Toc59100461]4.11.1.4.1	EPS bearer ID allocation
Following procedures are updated to allocate EPS bearer ID(s) towards EPS bearer(s) mapped from QoS flow(s) and provide the EPS bearer ID(s) to the NG-RAN:
-	UE requested PDU Session Establishment (Non-roaming and Roaming with Local Breakout (clause 4.3.2.2.1) including Request Types "Initial Request", and "Existing PDU Session", “Initial emergency request” and “Existing emergency PDU session”.
-	UE requested PDU Session Establishment (Home-routed Roaming (clause 4.3.2.2.2) including Request Types "Initial Request" and "Existing PDU Session".
-	UE or network requested PDU Session Modification (non-roaming and roaming with local breakout) (clause 4.3.3.2).
-	UE or network requested PDU Session Modification (home-routed roaming) (clause 4.3.3.3).
-	UE Triggered Service Request (clause 4.2.3.2) to move PDU Session(s) from non-3GPP access to 3GPP access
EBI allocation shall apply to PDU Session via 3GPP access supporting EPS interworking with N26. EBI allocation shall not apply to PDU Session via 3GPP access supporting EPS interworking without N26 and shall not apply to PDU Session via non-3GPP access supporting EPS interworking.


NEXT CHANGE (2)

[bookmark: _GoBack]
END OF CHANGES
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