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	Reason for change:
	Descriptions of both IOCs AssuranceClosedControlLoop and AssuranceGoal refer to reporting the status of goal fulfilment, but only AssuranceGoal contains a relevant attribute.

Specification of AssuranceGoal refers to incorrect attribute names.

	
	

	Summary of change:
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	1st Change


4.1.2.3.1.1
Definition

This IOC represents assurance closed control loop, an assurance closed control loop monitors and adjusts the resources associated with a NetworkSlice or NetworkSliceSubnet in order to meet the objectives described by one or more assurance goals. The capabilities include:



-
state management of an AssuranceClosedControlLoop

-
to keep track of the lifecycle of an AssuranceClosedControlLoop
A consumer can check the effectiveness of the assuranceClosedControlLoop by consulting the performance measurements [12] and KPI’s [13] associated with the target and comparing values of the targets with the values of the characteristics related attributes reported by the performance assurance service.
	2nd change


4.1.2.3.2.3
Attribute constraints

	Name
	Definition

	sliceProfileId
	Condition: the AssuranceGoal applies to a NetworkSliceSubNet

	serviceProfileId
	Condition: the AssuranceGoal applies to a NetworkSlice

	networkSliceSubnetRef
	Condition: the AssuranceGoal applies to a NetworkSliceSubNet

	networkSliceRef
	Condition: the AssuranceGoal applies to a NetworkSlice


	End of changes


