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	1st Change


4.1.2.4.1
Attribute properties
The following table defines the properties of attributes that are specified in the present document.
Table 4.1.2.4.1.1
	Attribute Name
	Documentation and Allowed Values
	Properties

	controlLoopLifeCyclePhase
	It indicates the lifecycle phase of the AssuranceClosedControlLoop instance. 

AllowedValues: Preparation, Commissioning, Operation and Decommissioning. 


	type: Enum

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: NULL 
isNullable: False

	assuranceTargetName
	The name of the attribute which is part of a name-value-pair in the AssuranceTargetList.

The assuranceTargetName shall be equal to the name of an attribute in the relevant ServiceProfile or SliceProfile. The relevant ServiceProfile or SliceProfile is identified by the attribute serviceProfileId or sliceProfileId in the AssuranceGoal.
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: True

	assuranceTargetValue
	The value of the attribute which is part of a name-value-pair in the AssuranceTargetList
	type: String
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: True

	assuranceTargetList
	This is an attribute containing a list of name-value-pairs that are part of an AssuranceTargetList
	type: Attribute name/value pair
multiplicity: 1..*
isOrdered: N/A

isUnique: N/A

defaultValue: None

isNullable: True

	observationTime
	It indicates the time duration over which an AssuranceGoal is observed. 

The observation time is expressed in seconds.


	type: Integer

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False

	
	



	







	
	


	







	assuranceGoalStatusObserved
	It holds the status of the observed goal fulfilment to the assuranceGoal 
allowedValues: "FULFILLED", “NOT_FULFILLED 
	type: ENUM
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False

	assuranceGoalStatusPredicted
	It holds the status of the predicted future goal fulfilment to the assuranceGoal 
allowedValues: "FULFILLED", “NOT_FULFILLED"
	type: ENUM
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False

	networkSliceRef
	It holds the reference to the NetworkSlice instance subject to assurance requirements
	type: Dn

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False

	networkSliceSubnetRef
	It holds the reference to the NetworkSliceSubnet instance subject to assurance requirements
	type: Dn

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None 

isNullable: False

	operationalState
	It indicates the operational state of the AssuranceClosedControlLoop instance. It describes whether the resource is installed and partially or fully operable (Enabled) or the resource is not installed or not operable (Disabled).
Allowed values; Enabled/Disabled
allowedValues: "ENABLED", "DISABLED".

The meaning of these values is as defined in 3GPP TS 28.625 [14] and ITU-T X.731 [15].

	type: ENUM 
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: Disabled
allowedValues: Enabled, Disabled
isNullable: False

	administrativeState
	It indicates the administrative state of the AssuranceClosedControlLoop instance. It describes the permission to use or the prohibition against using the AssuranceClosedControlLoop instance. The administrative state is set by the MnS consumer. 
Allowed values; Locked/Unlocked
allowedValues: "LOCKED", "UNLOCKED".

The meaning of these values is as defined in 3GPP TS 28.625 [14] and ITU-T X.731 [15].

	type: ENUM 
multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: Locked
allowedValues: Locked, Unlocked
isNullable: False

	NOTE 1:
Void
NOTE 2:
Void
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