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	Reason for change:
	The current measurements defined and used for the KPI DRB Accessibility for UE services are not covering the accesses that are made using the RRC Resume procedure and the accesses made using the procedures of fallback to RRC Setup from RRC Resume or RRC Re-establishment procedures.

	
	

	Summary of change:
	Add the following measurements related to support the updated KPI DRB Accessibility for UE services:
· Number of RRC connection re-establishment attempts followed by RRC Setup
· Number of RRC connection resuming attempts followed by RRC Setup

	
	

	Consequences if not approved:
	It will not be possible to define an accessibility KPI covering all possible accesses.
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	1st modified section


[bookmark: _Toc27473632][bookmark: _Toc35956310][bookmark: _Toc44492320]

[bookmark: _Toc20132289][bookmark: _Toc27473338][bookmark: _Toc35955993][bookmark: _Toc44491966][bookmark: _Toc51689893][bookmark: _Toc51750578][bookmark: _Toc51774838][bookmark: _Toc51775452][bookmark: _Toc51776068]5.1.1.17.x	Number of RRC connection re-establishment attempts followed by RRC Setup
a)	This measurement provides the number of RRC connection re-establishment attempts where no UE context could be retrieved and therefore fallback to RRC Setup procedure was attempted.
b)	CC.
c)	On transmission of RRCSetup message to UE, after first having received RRCReestablishmentRequest message from that UE (see TS 38.331[20]). 
d)	Each measurement is an integer value.
e)	The measurement name has the form RRC.ReEstabFallbackToSetupAtt.
f)	NRCellCU.
g)	Valid for packet switching.
h)	5GS.


	Next modified section



5.1.1.18.x	Number of RRC connection resuming attempts followed by RRC Setup
a)	This measurement provides the number of RRC connection resuming attempts where no UE context could be retrieved and therefore fallback to RRC Setup procedure was attempted.
b)	CC.
c)	On transmission of RRCSetup message to UE, after first having received RRCResumeRequest message or RRCResumeRequest1 from UE, the relevant subcounter per resume cause is stepped. 
d)	Each subcounter is an integer value.
e)	The measurement name has the form RRC.ResumeFallbackToSetupAtt.cause.
	Where cause indicates the RRC resume cause defined in clause 6.2.2 of TS 38.331 [20].
f)	NRCellCU.
g)	Valid for packet switching.
h)	5GS
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