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	Feature / Item:
	5G_ProSe

	Affects:
	UICC apps:
X
	ME:

X
	AN:

X
	CN:

X
	Others (specify):


	Expected Completion Date:
	SA#93 (September 2021)

	Service(s) impacted:
	ProSe services

	Specification(s) affected:
	TS 23.304, TS 23.501, TS 23.502, TS 23.503

	Task(s) within work which are not complete:
	· Define the identification of ProSe Services.
· Identify the additional parameters for UE-to-Network Relay and Group Member discovery.
· Mobility restriction for UE-to-Network Relay and Remote UE.
· Re-use the existing mobility procedure to support switch between two indirect communication paths from one Layer-3 UE-to-Network Relay to another.
· Layer-2 and Layer-3 UE-to-Network Relay distinction for relay discovery procedure.

· IPv6 Prefix Delegation function to support Layer-3 UE-to-Network Relay.
· Further enhancements of traffic control and RSC determination by the Remote UE.

· Define conditions that would trigger Layer-2 Connection Release procedure for UE-to-Network Relay operation.
· For Layer-3 UE-to-Network Relay, the alignment with the associated security procedures via coordination with SA WG3, including:
· authentication and authorization of Remote UE and UE-to-Network Relay.
· secondary authentication for a Remote UE.
· The alignments with RAN WGs on RAN dependency issues, including:
· metadata or application layer discovery information transmission in discovery message or as user traffic.
· support of adaption layer over PC5 for Layer-2 UE-to-Network Relay.
· connection management states of Remote UE and UE-to-Network Relay for Layer-2 UE-to-Network Relay.
· trigger from Remote UE to UE-to-Network Relay in CM_IDLE to perform Service Request for Layer-2 UE-to-Network Relay.


	Consequences if not included in Release 17:
	5G ProSe features defined in TS 23.304 are not completed.


Abstract of document:

Exception sheet for Rel-17 Work Item " Proximity based Services in 5GS (5G_ProSe)".
Contentious Issues:

None.
