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[bookmark: _Toc20235717][bookmark: _Toc28275202][bookmark: _Toc36116907]First change
[bookmark: _Toc36138427][bookmark: _Toc44690793][bookmark: _Toc51853327][bookmark: _Toc58842871][bookmark: _Toc44690797][bookmark: _Toc51853331][bookmark: _Toc58842875][bookmark: _Toc58842879][bookmark: _Toc20235694][bookmark: _Toc28275179][bookmark: _Toc36116884]5.2.4.1	Introduction
The following administrative messages are defined to for trace stream management purposes:
- Trace Session Start
- Trace Session Stop
- Trace Recording Session Start
- Trace Recording Session Stop
- Trace Stream Heartbeat (streaming only)
- Trace Recording Session Not Started
- Trace Recording Session Dropped Events
- Trace File Open (file based only)
- Trace File Close (file based only)
- Trace File Abnormal Closed (file based only)

Next change
[bookmark: _Toc44690796][bookmark: _Toc51853330][bookmark: _Toc58842874]5.2.4.3a	Trace Recording Session Start administrative message
The Trace Recording Session Start administrative message shall be used to convey the start of a Trace Recording Session (see 3GPP TS 32.422 [3] for details). The Streaming Trace Record in this case may have zero-size payload. The value of the traceRecordTypeId field in the Streaming Trace Record Header is set to "TRACE_ RECORDING_SESSION_START".

5.2.4.3b	Trace Recording Session Stop administrative message
The Trace Recording Session Stop administrative message shall be used to convey the stop of a Trace Recording Session (see 3GPP TS 32.422 [3] for details). The Trace Record in this case may have zero-size payload in the normal case, For the abnormal case, the trace record should include the reason for the session stop. One of the reasons could be overloaded. The value of the traceRecordTypeId field in the Streaming Trace Record Header is set to "TRACE_ RECORDING_SESSION_STOP".

Next change

[bookmark: _Toc51853359]G.2	Trace Record Protocol Buffer (GPB) definitions
Normative GPB Trace Record schema, defined per clause 5.2:

syntax = “proto3”;

/* Trace Record per 3GPP 32.423 specification.
 * v16
 */

enum TraceRecordType {
    NORMAL = 0;
    TRACE_SESSION_START = 1;
    TRACE_SESSION_STOP = 2;
    TRACE_RECORDING_SESSION_START = 3;
    TRACE_RECORDING_SESSION_STOP = 4;
    TRACE_STREAM_HEARTBEAT = 5;
    TRACE_RECORDING_SESSION_DROPPED_EVENTS = 6; 
    TRACE_RECORDING_SESSION_NOT_STARTED = 7;
    TRACE_FILE_OPEN = 8;
    TRACE_FILE_CLOSE = 9; 
    TRACE_FILE_ABNORMAL_CLOSED= 10;
}

message GlobalGnbId {
    bytes plmn_identity = 1;
    int64 gnb_id = 2;
}


message TraceRecordHeader {
  int64  time_stamp = 1;
  string nf_instance_id = 2;
  string nf_type = 3;
  bytes trace_reference = 4;
  bytes trace_recording_session_ref = 5; 
 
  TraceRecordType trace_rec_type_id = 6;  
   bytes  ran_ue_id = 7;  
  string payload_schema_uri = 8;
  GlobalGnbId global_gnb_id = 9;

  map<string, string> vendor_extension = 10;
}

message TraceSessionStart {  
  map<string, string> vendor_extension = 1;
}

message TraceSessionStop { 
  map<string, string> vendor_extension = 1;
}


message TraceRecordingSessionStart {
map<string, string> vendor_extension = 1;
}

message TraceRecordingSessionStop {
  string reason = 2;
  map<string, string> vendor_extension = 1;
}

message TraceStreamHeartbeat {
  map<string, string> vendor_extension = 1;
}

message TraceRecordingSessionDroppedEvents {
  int64 number_of_dropped_events = 1;
  map<string, string> vendor_extension = 2;
}

message TraceRecordingSessionNotStarted {
  string reason = 1;
  map<string, string> vendor_extension = 2;
}

message TraceFileOpen {
map<string, string> vendor_extension = 1;
}

message TraceFileClose {
map<string, string> vendor_extension = 1;
}

message TraceFileAbnormalClosed {
  string reason = 1;
  map<string, string> vendor_extension = 2;
}


message CommonTracePayload {
  oneof record_payload {
    TraceSessionStart trace_session_start = 1;
    TraceSessionStop trace_session_stop = 2;
    TraceRecordingSessionStart trace_recording_session_start = 3;
    TraceRecordingSessionStop trace_recording_session_stop = 4;
    TraceStreamHeartbeat trace_stream_heartbeat = 5;
    TraceRecordingSessionDroppedEvents trace_recording_session_dropped_events = 6; 
    TraceRecordingSessionNotStarted trace_recording_session_not_started = 7;
    TraceFileOpen trace_file_open = 8;
    TraceFileClose trace_file_close = 9;
    TraceFileAbnormalClosed trace_file_abnormal_closed = 10;
    }
}


message TraceRecord {
  TraceRecordHeader header = 1;
  bytespayload = 2;
}



End of  changes




