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However, in clause 6.3.4A, the MCVideo-5 is described between the media distribution function and the EPS, which is not aligned with the architecture and the MCVideo-6. 

	
	

	Summary of change:
	Correct the description of MCVideo-5 in clause 6.3.4A to replace the ‘media distribution function’ with ‘MCVideo server’ to align with the architecture figure and the MCVideo-6.
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******************************* First Change ***********************
[bookmark: _Toc59228315]6.3.4A	Reference point MCVideo-5 (unicast between the media distribution functionMCVideo server and the EPS)
The MCVideo-5 reference point, which exists between the media distribution functionMCVideo and the EPS, is used, subject to the conditions below, by the media distribution function of the MCVideo server to obtain unicast bearers with appropriate QoS from the EPS. It utilises the Rx interface of the EPS according to 3GPP TS 23.203 [11].
MCVideo-5 is not used when the MCVideo service provider and the PLMN operator do not have an operational agreement for QoS control to be provided directly from the MCVideo service provider domain.
MCVideo-5 may be used when the MCVideo service provider and the PLMN operator have an operational agreement where QoS control is provided directly from the MCVideo service provider domain. 
NOTE:	Any coordination between the P-CSCF use of Rx and the MCVideo server use of Rx (via MCVideo-5) from the MCVideo service provider domain is not specified in this release of this specification.

****************************** End of changes **********************
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