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	Reason for change:
	Implementing in TS 23.503 the TR 23.748 conclusion clause 9.1.1 to allow AF to guide PCF determination and delivery to UE(s) of proper URSP rules:

-	TS 23.503 is referring to TS 23.548 and TS 23.548 to TS 23.503, but the description is missing.
The description is also aligned with proposal in discssion paper S2-2102189

	
	

	Summary of change:
	Clause 6.6.2.2 updated to describe how PCF may use information stored in the UDR using the Nnef_ServiceParameter service operation as input to create URSP rules.
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FIRST CHANGE
[bookmark: _Toc47594309][bookmark: _Toc45194897][bookmark: _Toc37076447][bookmark: _Toc36192716][bookmark: _Toc27896548][bookmark: _Toc19197395]6.6.2.2	Configuration and Provision of URSP
The UE may be provisioned with URSP rules by PCF of the HPLMN. When the UE is roaming, the PCF in the HPLMN may update the URSP rule in the UE. For URSP rules, the UE shall support the provisioning from the PCF in the HPLMN, as specified in TS 24.501 [22]. In addition, the UE may be also pre-configured with URSP rules (e.g. by the operator).
Only the URSP rules provisioned by the PCF is used by the UE, if both URSP rules provisioned by the PCF and pre-configured URSP rules are present. If no URSP rule is provisioned by the PCF, and the UE has pre-configured rules configured in both the USIM and ME, then only the pre-configured URSP rules configured in the USIM is used.
[bookmark: _Hlk67906123]If the PCF receives application guidance for URSP determination that may apply to a given UE from UDR as specified in TS 23.502 [3] clause 4.15.6.7, the PCF may verify the requested parameters (which are described in clause 4.15.6.10 in TS 23.502 [3]) with regards to the existing URSP rules and (re-)compose the URSP rules for the UE as described in TS 23.548 [33] clause 6.2.4.
END OF CHANGES

