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[bookmark: _Toc11145258]* * * First change * * * 
[bookmark: _Toc45184019][bookmark: _Toc20204625][bookmark: _Toc27895331][bookmark: _Toc36192434]5.4.x	Support for integrating NR satellite access into 5GS
5.4.x.1	General
Editor's note:	this clause is intended as a placeholder for high level description of NR satellite access functionality.
[bookmark: _Toc20204647][bookmark: _Toc27895354][bookmark: _Toc36192457]5.4.x.2	Support of RAT types defined in 5GC for satellite access 
In case of NR satellite access, the RAT Type values "NR(LEO)", "NR(MEO)", "NR(GEO)" and "NR(OTHERSAT)" are used in 5GC to distinguish the different NR satellite access types (see clause 5.4.x.3).
When a UE is accessing to the network via satellite access, the AMF determines the RAT type as specified in clause 5.4.X.3.

* * * Next change * * * 
[bookmark: _Toc68015440]5.4.10x.3	Support for identification and restriction of using NR satellite access
Support for NR satellite access is specified in TS 38.300 [27].
Editor's note:	TS 38.300 [27] not yet updated by RAN groups.
The AMF determines the RAT Type for NR satellite access, i.e. NR(LEO), NR(MEO), NR(GEO) and NR(OTHERSAT). When the UE is accessing NR using satellite access, an indication is provided in N2 interface indicating the type of NR satellite access, as defined in TS 38.413 [34].
Editor's note:	Further details on what type of satellite platforms OTHERSAT includes is FFS and to be aligned with RAN WG3.
The serving PLMN can enforce mobility restrictions for NR satellite access as specified in clause 5.3.4.1.
In order to enable efficient enforcement of Mobility Restrictions, cells of each NR satellite RAT Type (NR(LEO), NR(MEO), NR(GEO) or NR(OTHERSAT)) need to be deployed in TAs different from TAs for other NR satellite RAT Types as well as different from TAs supporting terrestrial access RAT Types.

* * * End of changes * * * 

