

	
3GPP TSG-SA WG2 Meeting #145E	S2-2105012
E-Meeting, 17th May – 28th May 2021
	CR-Form-v12.1

	CHANGE REQUEST

	

	
	23.501
	CR
	2952
	rev
	1
	Current version:
	17.0.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	HRNN in manual network selection for SNPNs

	
	

	Source to WG:
	MediaTek Inc., Ericsson

	Source to TSG:
	SA2

	
	

	Work item code:
	eNPN
	
	Date:
	2021-05-10

	
	
	
	
	

	Category:
	B
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	In manual network selection for SNPN selection, the UE presents the following information to the user
· the list of SNPNs (each is identified by a PLMN ID and NID) and related human-readable names (if available) of the available SNPNs the UE has respective SUPI and credentials for; and/or
· the available SNPNs which broadcast the "access using credentials from a Credentials Holder is supported" indication.

If SNPNs broadcasting "access using credentials from a Credentials Holder" indication, are also configured with HRNN in the UE, the HRNN should be also presented to the user by the UE. Otherwise, the user may not be able to select an appropriate SNPN.
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	Consequences if not approved:
	The user may not be able to select an appropriate SNPN which broadcasts "access using credentials from a Credentials Holder is supported" indication
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*******Start of changes*******
[bookmark: _Toc68015809]5.30.2.4.3	Manual network selection
For manual network selection UEs operating in SNPN access mode provide to the user the list of SNPNs (each is identified by a PLMN ID and NID) and related human-readable names (if available) of the available SNPNs the UE has respective SUPI and credentials for. If the UEs supports access to an SNPN using credentials from a Credentials Holder, the UE also presents available SNPNs which broadcast the "access using credentials from a Credentials Holder is supported" indication, and the human-readable names related to the SNPNs (if available).
NOTE:	The details of manual SNPN selection are defined in TS 23.122 [17].
When a UE performs Initial Registration to an SNPN, the UE shall indicate the selected PLMN ID and NID as broadcast by the selected SNPN to NG-RAN. NG-RAN shall inform the AMF of the selected PLMN ID and NID.
*******End of changes*******

