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The procedures listed in clause 8 are some of all the possibilities, and are not exhaustive.
[bookmark: _Toc50705761][bookmark: _Toc50991632]8.2	Distributed SON management
[bookmark: _Toc4401147][bookmark: _Toc27405646][bookmark: _Toc35878842][bookmark: _Toc36220658][bookmark: _Toc36474756][bookmark: _Toc36543028][bookmark: _Toc36543849][bookmark: _Toc36568087][bookmark: _Hlk48038024]

	Next Modified Sections




[bookmark: _Toc50705763][bookmark: _Toc50991634]8.2.2	MRO (Mobility Robustness Optimisation)
Figure 8.2.2-1 depicts a procedure that describes how D-SON management function can manage the MRO function. It is assumed that the D-SON management function has consumed the performance assurance MnS to create PM jobs to collect handover related measurements.


Figure 8.2.2-1: MRO procedure
1. The D-SON management function consumes the provisioning MnS with modifyMOIAttributes operation (see clause 5.1.3 in TS 28.532 [3]) to configure targets for the MRO function.
1.a The provisioning MnS sets the targets for MRO function (NOTE). 
2. The D-SON MRO management function consumes the management service for NF provisioning with modifyMOIAttributes operation to configure the ranges of handover parameters. 
2.a The MnS of provisioning sets the ranges for MRO function (NOTE).
3. The D-SON MRO management function consumes the management service for NF provisioning with modifyMOIAttributes operation to configure the MRO control parameters (e.g. Maximum deviation of Handover Trigger, Minimum time between Handover Trigger changes). 
3.a The MnS of provisioning sets the MRO control parameters for MRO function (NOTE).
4. The D-SON management function consumes the NF provisioning MnS with modifyMOIAttributes operation to enable the MRO function for a given NR cell if it is not enabled if it is not enabled. 
4.a The provisioning MnS enables the MRO function (NOTE).
5. The MRO function receives MRO information reports from UE(s), and analyses them to determine the actions to optimize the MRO performance. If the performance does not meet the targets, it updates the handover parameters.
6. The D-SON management function collects MRO related performance measurements. 
7. The D-SON management function analyses the measurements to evaluate the MRO performance,
8. The D-SON management function performs one of the following actions, when the MRO performance does not meet the targets:
8.1. Consume the MnS of provisioning with modifyMOIAttributes operation to update the targets of the MRO function; 
8.1.a The MnS of provisioning updates the targets for MRO function (NOTE).
8.2. Consume the MnS of provisioning with modifyMOIAttributes operation to update the ranges of the handover parameters;
8.2.a The MnS of provisioning updates the ranges of the handover parameters (NOTE).
8.3. Consume the MnS of provisioning with modifyMOIAttributes operation to update the control parameters;
8.3.a The MnS of provisioning updates the control parameters (NOTE).
NOTE: 	The interface between provisioning MnS and MRO function is not subject to standardization.
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