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* * * * * * * FIRST CHANGE * * * * * * *
9.17.3.2
Procedure

Figure 9.17.3.2-1 illustrates the procedure where the VAE client configures policies for the UE-to-UE broadcast/ groupcast delivery to other VAE clients (within the V2X group or the V2X service), based on the requirement received by the VAE server.  

Pre-conditions:

1.
The V2X UEs have connected to the V2X application server.
2.
VAE client 1 is registered with VAE server.
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Figure 9.17.3.2-1: V2V groupcast/broadcast configuration by VAE layer
1.
The V2X application specific server provides an V2V configuration requirement request to the VAE server to manage the UE-to-UE broadcast/groupcast communication. The VAE server may also provide within the request the list of V2X-UEs which are capable to serve as application layer relays.
2.
The VAE server sends a V2V configuration requirement response to the V2X application specific server.

3.
The VAE server provides a V2V broadcast/groupcast configuration request to VAE client 1. The VAE server may also provide within the request the list of V2X-UEs to serve as application layer relays based on the candidate list of relay V2X-UEs provided in step 1.
NOTE:
How the V2X-UE 1 (or more V2X-UEs) is selected in step 3 is up to implementation. 

4.
The VAE client 1 selects and stores one or more UE-to-UE groupcast/broadcast configuration policies per V2X application for the UE-to-UE broadcast/groupcast communications. 

5.
The VAE client 1 sends a V2V broadcast/groupcast configuration response to VAE server to notify on the result.
6.
The VAE client 1 sends a request to VAE client N (can be any VAE client within the V2X group or V2X service) with the requested UE-to-UE groupcast/broadcast configuration policies for the UE-to-UE broadcast/groupcast communications.
NOTE:
When V2X-UE 1 distributes the UE-to-UE groupcast/broadcast configuration message and how V2X-UE N (or more V2X UEs) is selected is up to implementation.
7.
The VAE client 1 receives a response from the VAE client 2, which includes either a positive or a negative acknowledgement of the message.
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