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5.2. Bearer services

UMTS phase 1 shall support GSM phase 2+ Release '99 data bearer services :

Circuit switched data: Circuit switched data services and "real time" data services shall be provided for interworking with the PSTN/ISDN so that the user is unaware of the access network used (UMTS and GSM access network or handover between access networks). Both transparent (constant delay) and non-transparent (zero error with flow control) services shall be supported. These data services shall operate with minimum loss of data on handover between the GSM access network and the UTRAN.

Packet switched data: Packet switched data services shall be provided for interworking with packet networks such as IP-networks and LANs. The standard shall provide mechanisms which ensure the continuity of packet based services upon handover e.g. between GSM and UMTS.

5.3
Emergency call

UMTS shall support an emergency call teleservice as defined in GSM 02.03 and support the following service requirements:

· It shall be possible to identify a particular speech call as an emergency call to the serving network. This may be based on one or more numbers stored in the USIM ECC field and/or UE or otherwise. It may be possible for these numbers to be preset by the UE manufacturer, Home Environment or the user.
· It shall be possible to initiate an emergency call even if the USIM is not present, but in this case one or more emergency numbers will be required to be stored in the UE (as above).
-
It shall be possible for the serving network to obtain the number the user has input and route the call appropriately, in particular when there is a choice of emergency numbers supporting different services. However, this choice may be irrelevant when a serving network supports only one emergency call centre.
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Examples of expressions of prevision in ETSI specifications


Please ensure that any changes proposed adhere to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".
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Proposed change affects:
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At least one box shall be marked with an "X"


Work item:



h)
The name of the GSM phase 2+ or UMTS work item for which the CR is relevant.
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h)
The company name of the author of the CR. If the CR has already been agreed at a subgroup/working party meeting, the subgroup name should be used instead. (the working party tdoc number should also be included)


Subject:
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One line (only) of text that describes the subject of the CR. Details should be put under "reason for change"
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"correction"






"editorial correction"






"correction to GSM xx.yy"






"various improvements"


Category and release:
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Choose one category only. Note that except under special circumstances, category B (addition of feature) and category C (functional modification of feature) can only be done to a current release of the specification. i.e. after the release 98 has been frozen (SMG #28) only category F changes may be submitted.


k)
The release to which this CR applies. Note that if you make a correction to a release 96 specification, other CRs shall also be made for the release 97 and release 98 version if they exist.


Reason:


l)
This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and / or how the change is done.


Clauses Affected:


m)
Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".


Other specs affected:


n)
Other releases of the same spec: if, for example this is a release 97 CR but there is also a CR for R98, it should be listed here. The format for listing other CRs is, for example, 11.14-A123.



Other core specifications: to be used if the CR is linked to a CR for another specification.



MS test specifications: to be used if a change is needed to GSM 11.10.



BSS test specifications: to be used if a change is needed to the 11.2x series.
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