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8.3
Security for the user

It should be possible for the user to authenticate the network when registering and before initiating a service if desired.

Steps shall be taken to ensure the privacy and integrity of sensitive information transferred between the user and all other entities; e.g. user identity and user traffic.

8.4
Emergency calls


UMTS shall support an emergency call teleservice as defined in GSM 02.03 (TS12), which fulfills the following additional service requirements: 
· It shall be possible to establish an emergency speech call to the serving network. Emergency calls will be routed to the emergency services in accordance with national regulations (GSM 02.03). This may be based upon one or more default numbers stored in the ME (GSM 02.30). It may also be possible to establish an emergency call without the need to dial a dedicated number, such as by use of a 'red button', or a linkage to car air bag control. This functionality shall be available without a USIM being present (no other type of calls shall be accepted by an ME without USIM). 
Note: 
It will be left to the national authorities to decide whether the network should accept emergency calls without the USIM.

· When a USIM is present, additional subscriber emergency call set-up MMI preferences may be provided (GSM 02.07).
· The Emergency call teleservice is required only if the MS supports telephony.

Further following requirement shall be fulfilled: 
· When a USIM containing stored emergency numbers is present, only those numbers are identified as emergency numbers, i.e. default emergency numbers stored in the ME are ignored.
· The following  emergency numbers shall be stored into ME: 000, 08, 112, 110,  911 and 999. (Additional numbers are FFS.)
· It shall be possible for the serving network to obtain the number, which was used to initiate the emergency call. This will allow the network the option to route the call to different emergency call centres if appropriate. If the dialed digits are not recognised as an emergency service by the serving network, the call shall be routed to the default emergency service. 
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SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"







SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.







MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".







CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".
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k)	The release to which this CR applies. Note that if you make a correction to a release 96 specification, other CRs shall also be made for the release 97 and release 98 versions if they exist.



Reason:



l)	This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and / or how the change is done.







Clauses Affected:



m)	Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".







Other specs affected:
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