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2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

· A non-specific reference to an ETS shall also be taken to refer to later versions published as an EN with the same number.

2.1
Normative References

[1]
UMTS 22.25 “Universal Mobile Telecommunications System (UMTS): Quality of Service and Network Performance”

[2]
UMTS 22.05 “Universal Mobile Telecommunications System (UMTS): Service Capabilities related to Service Usage”

[3]
UMTS 22.XX: "Universal Mobile Telecommunications System (UMTS): Virtual Home Environment (VHE), Stage 1"
[4]
UMTS 22.038: "SIM application toolkit, stage 1"
2.2
Informative references

[1]
ITU-T Draft Recommendation F.700: "Framework Recommendation for audio-visual/multimedia services";

[2]
ITU-T Draft Recommendation F.SFEA: "Service Features and Operational Provisions in IMT-2000".

[3]
GSM 02.01: "Digital cellular telecommunications system (Phase 2+); Principles of telecommunication services supported by a GSM Public Land Mobile Network (PLMN)".

[4]
GSM 02.04: "Digital cellular telecommunications system (Phase 2+); General on supplementary services"

[5]
GSM 02.30: "Digital cellular telecommunications system (Phase 2+); Man-Machine Interface (MMI) of the Mobile Station (MS)"

[6]
GSM 02.66: "Digital cellular telecommunications system (Phase 2+); Support of Mobile Number Portability (MNP); Service description; Stage 1"

[7]
GSM 02.79: "Digital cellular telecommunications system (Phase 2+); Support of Optimal Routing; Stage 1"

11
UMTS IC Card, USIM and Terminal

This clause defines the functional characteristics and requirements of the User Service Identity Module (USIM) for use in UMTS. The USIM is an application residing on a UICC. 

11.1
The USIM and User Profiles

11.1.1
The USIM

Every USIM shall have a unique identity and shall be associated with one and only one home environment. 

It shall be possible for a home environment to uniquely identify a user by the USIM. 

The USIM shall be used to provide security features. 

For access to UMTS services, provided via a UMTS home environment, a valid USIM  shall be required. 
The USIM shall support SIM Application Toolkit as specified in 3G TS 22.038 [4]. 
The USIM shall reside on a UICC, UMTS shall adopt both of the GSM SIM card physical formats. New UMTS terminals may require other  formats also. USIM specific information shall be protected against unauthorised access or alteration.

It shall be possible to update USIM specific information via the air interface, in a secure manner.
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6)
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7)
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9)
When you have finished making all changes, turn off "Mark Revisions" otherwise the page numbers in the headers will be difficult to read.


Examples of expressions of prevision in ETSI specifications


Please ensure that any changes proposed adhere to the following rules:


SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"


SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.


MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".


CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".


Visit the EditHelp page on the ETSI server (http://www.etsi.org/EditHelp/ ) for further practical information about ETSI deliverables, including the ETSI drafting rules.
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The release to which this CR applies. Note that if you make a correction to a release 96 specification, other CRs shall also be made for the release 97 and release 98 versions if they exist.
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