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1 Introduction

TSG S1 has completed stage 1 of VHE R99. Work has started in identifying requirements for R00.As VHE is a very important concept for R00; its requirement should be taken into consideration as early as possible. The following outlines some of the requirement that  

2 Discussion

One of the main considerations Fujitsu believes should be the driving force for VHE R00 is network transparency. Since the PS domain in R00 will be an all IP based network, this will facilitate the network convergence between fixed and mobile. The type of network used to provide service (all IP, GSM, ISDN) should be transparent to the user. The concept of service continuity and portability should be a reality in R00 network. 

The diagram below shows the roles of component involved in the realization of VHE which should be a revised version of figure 1 as it contains more components.
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Figure 1: Elements involved in realisation of VHE concept for R00


The stage 1 requirement is concise in its requirement for R99 and beyond from the user’s point of view, the home environment and serving network view point. 

In R99 stage 1 specification, the Application Interface “AI” has been identified. This AI interface has been identified as an OSA interface in the network.  In order to have VHE across all networks, the interface to the user has to remain the same. Therefore a standardized interface to the user is required. The AI interfaces already serves this role but it’s restricted to the network. This interface should be broader across the networks. 

3 Proposal

The following are some of the requirements for VHE R00.  Fujitsu Europe Telecom propose to:

· Include in the R00 VHE network, support of fixed network. This will probably involve liasing with NA6 or EPUMTS or the ETSI SPAN group.

· Include in the R00 VHE network, the support of other network, such that access networks become transparent in the VHE concept architecture. The application should be able to choose access network in the same manner that service capability servers are chosen.
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