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16
Exceptional procedures or unsuccessful outcome

[Editors Note: Text to be checked. Section is on hold. Needs discussion and advice on MoU]

16.1
Roaming in non-supporting networks

The HPLMN shall control handling of roaming, when a CAMEL subscriber attempts to register in a network not supporting CAMEL without relying on extra functionality in network entities not supporting CAMEL. The HPLMN shall have the possibility to decide on a per subscriber basis whether to allow or to deny MO calls and/or MT calls (e.g. applying ODB, denying location up-date).

If the HPLMN allows MO calls, the originating OSSs are not supported for the roaming subscriber.

If the HPLMN allows MT calls, the terminating OSSs are not always (fully) supported for the roaming subscriber.

16.2
Call Set-up from a non-supporting interrogating PLMN

In case the CAMEL feature is not supported in the IPLMN the following will happen:

-
Mobile originating calls:


Not applicable.

-
Mobile terminating calls:


Mobile terminating OSSs are not supported (in the IPLMN). 

16.3
Roaming in a VPLMN which supports lower CAMEL phase  $(CAMEL2$)

If a CAMEL subscriber attempts to register in a VPLMN which supports CAMEL, the VPLMN shall indicate in the registration request to the HPLMN the phase of CAMEL which the VPLMN supports. If the VPLMN supports  lower phase of CAMEL  than the subscription indicates the HPLMN shall take such action (including denying the registration request or transferring to the VPLMN subscription information appropriate to CAMEL phase that the VPLMN supports) as may be decided by the HPLMN operator.

16.4
Call setup from a VPLMN which supports lowerCAMEL phase  $(CAMEL2$)

If the served subscriber requests an MO,MT or CF call which requires the VPLMN to contact the CSE, the VPLMN shall indicate to the CSE which phase of CAMEL the VPLMN supports. If the VPLMN supports  lower CAMEL phase  than the CSE and the CSE determines that as a consequence a service which is provisioned for the subscriber will not operate correctly, the CSE shall take such action (including denying the call request or handling the call using  lower CAMEL phase  capabilities of the VPLMN) as may be decided by the CSE operator.

16.5
Call setup from an IPLMN which supports lower CAMEL phase  $(CAMEL2$)

When the IPLMN contacts the CSE for instructions to handle an MT or CF call, the IPLMN shall indicate to the CSE which phase of CAMEL it supports. If the IPLMN supports  CAMEL phase  than the CSE and the CSE determines that as a consequence a service which is provisioned for the subscriber will not operate correctly, the CSE shall take such action (including denying the call request or handling the call using lower  CAMEL phase  capabilities of the IPLMN) as may be decided by the CSE operator.







