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Reason for 
change:

The present CR corrects the relation between information elements sent by the CSE and the procedures where it applies.

1. Call Forwarding needs a separate column, since it has different  information flow than the MO case.

2. CalledPartyBCDNumber parameter shall not be used in unsuccessfull call cases, since the MSC/gsmSSP has analysed the number and it is in ISUP format, not in A-interface format. The CalledPartyNumber is used instead. This is important especially in North Americas; CalledPartyBCDNumber can not convey US specific values of NatureOfAddress (=TypeOfNumber). 

3. CallIdentificationInformation shall be conveyed to CSE (SCP) in all scenarios.

4. TimeAndTimezoneInformation shall be sent to SCP in all cases.

5. CallingPartyLSA : it has been agreed, that this information element is supported in CAMEL3. Thus, it is sent to CSE also in unsuccessfull MO cases.

6. IMEI and other terminal related parameters shall be sent in all MO cases to the CSE.
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Other 
comments:
This CR is based on the assumption  that the CR (A056) in T-Doc 1-99-342 was adopted first! 

A.1
Information provided to the CSE

The following table shows the information that is transferred towards the CSE on various events. The numbers are reflecting the applicable Camel phase (1, 2, 3). 


Call set-up request procedure 1 (MO)
Call set-up request procedure 2 (CF)
Call set-up request procedure 3 (MO)
Call set-up request procedure 4 (CF)
Unsuccessful call establishment (MO)
Unsuccessful call establishment (CF)
Incoming call request procedure (MT)
Procedures for serving network dialled services 1
Procedures for serving network dialled services 2

Event met
1
1
3
3
2
2
1
3
3

IMSI
1
1
3
3
2
2
1
3
3

Calling Party’s Number
1
1
3
3
2
2
1
3
3

Calling Party’s Category
1
1
3
3
2
2
1
3
3

Additional Calling Party Number
-
1
-
3
-
2
1
-
3

Called Party BCD Number
1
-
3
-

-
-
3
-

Called Party Number
-
1
-
3
2
2
1
-
3

Original Called Party Number
-
1
-
3
-
2
1
-
3

Redirecting (Party) Number ????
-
1
-
3
-
2
1
-
3

Redirection Information
-
1
-
3
-
2
1
-
3

Service Key
1
1
3
3
2
2
1
3
3

ISDN Bearer Capability
1
1
3
3
2
2
1
3
3

High Layer Compatibility
1
1
3
3
2
2
1
3
3

Basic Service Code
1
1
3
3
2
2
1
3
3

Call Identification Information
1
1
3
3
2
2
-
3
3

Location Information of the Calling Subscriber
1
-
3
-
2
-
-
3
3

Location Number of the Calling Subscriber
-
-
-
-
-
-
1
-
-

Location information of the called subscriber
-
-
-
-
-
-
1
-
-

Subscriber State of the called subscriber
-
-
-
-
-
-
1
-
-

Time and Time Zone Information - $(CAMEL2$)
2
2
3
3
2
2
2
3
3

Optimal Routing Indication - $(CAMEL3$)
3
3
3
3
3
2
-
3
3

Calling Party LSA (if available) $(CAMEL3$)
3
-
3
-
3
-
-
3
-

IMEI -$(CAMEL3$)
3
-
3
-
3
-
-
3
-

Terminal characteristics and capabilities (see MExE, 02.57) -$(CAMEL3$)
3
-
3
-
3
-
-
3
-

MExE classmark (see MExE, 02.57) -$(CAMEL3$)
3
-
3
-
3
-
-
3
-

NAEA Carrier Identification Code (CIC) -$(CAMEL2$)
2
2
3
3
2
2
2
3
3

NAEA Carrier Selection Information (pre-subscribed or on-demand) -$(CAMEL2$)
2
2
3
3
2
2
2
3
3

Table A-1: Information transferred towards the CSE.

