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Improve the description of the CAMEL subscription information 

The following text is intended to be incorporated in chapter 4.1 of 02.78.

A subscriber is called a CAMEL subscriber when her subscription holds a least one CAMEL subscription information. There is no limitation on the number of CAMEL subscription information a single subscriber can subscribe to, but she is not allowed to hold more than one of each CAMEL subscription information.

The following CAMEL subscription information are requested to be supported:

O_CCSI: when the originating CAMEL subscription information is present for a served subscriber, the core network has to trigger for originating and forwarding call establishment.

T_CCSI: when the terminating CAMEL subscription information is present for a served subscriber, the core network has to trigger for terminating call attempts.

M_CCSI: when the Mobility Management CAMEL subscription information is present for a served subscriber, the core network has to trigger for location update, MS attach and detach procedures.

TIF_CCSI: when the translation information flag CAMEL subscription information is present for a served subscriber, the HPLMN shall be accepted the forwarded to number as received and no further checks shall be done.

SMS_CCSI: when the Short Message Service CAMEL subscription information is present for a served subscriber, the core network has to trigger for originating short messages.

GPRS_CCSI: when the general packet radio service CAMEL subscription information is present for a served subscriber, the GPRS network has to trigger for originating and terminating GPRS subscriber activities, including attach, detach, activation and deactivation procedures.

U_CCSI: when the USSD CAMEL Subscription Information is present for a served subscriber, the HPLMN has to trigger for the reception of USSD strings.

UG_CCSI: when the General USSD CAMEL Subscription Information is present for a USSD SERVICE code, the HPLMN has to trigger for the reception of USSD strings

SS_CCSI: when the Supplementary Service CAMEL Subscription Information is present for a served subscriber, the core network has to trigger for the served subscribers  invocation of one of the following GSM supplementary service: Explicit Call Transfer, Call Deflection or Multi Party Service.

CAMEL subscription information is hold in the HPLMN and may be send to VPLMN when the subscriber roams, except the UG_CCSI, U_CCSI and TIF_CCSI.

