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Reason for 
change:

The present CR proposes a generic charging mechanism for CAMEL Phase 3, in addition to the existing charging functionality.

The CSE shall be able to request the VPLMN/IPLMN to send a notification to the CSE when a charging event has occurred.

The CSE shall also be able to request the VPLM/IPLMN to send a notification when a SAT/MeXE application has been activated in the mobile terminal.

This mechanism is required, amongst others, to allow Serving Network operators to offer toll-free calls to roaming pre-paid subscribers.

This mechanism is also required to support CAMEL interaction with SAT/MeXE.
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Other 
comments:


*** New Section ***

5.A
Notification of charging events procedure $(CAMEL3$)

It shall be possible for the CSE to instruct the VPLMN/IPLMN to notify the CSE about the occurrence of charging events.

When a charging event occurs and the CSE had requested the VPLMN/IPLMN for a notification of this event, then the VPLMN/IPLMN shall send a notification to the CSE.

The following information shall be provided to the CSE, if available:

· MExE / SAT application identifier

· MExE / SAT Free formatted information

· Charging Messages
· GSM Advice-of-Charge Information
When the CSE has received the notification, it shall be able to act as follows:

· perform charging activities

*** New Section ***

6.A
Notification of charging events procedure $(CAMEL3$)

It shall be possible for the CSE to instruct the VPLMN/IPLMN to notify the CSE about the occurrence of charging events.

When a charging event occurs and the CSE had requested the VPLMN/IPLMN for a notification of this event, then the VPLMN/IPLMN shall send a notification to the CSE.

The following information shall be provided to the CSE, if available:

· MExE / SAT application identifier

· MExE / SAT Free formatted information

· Charging Messages

· GSM Advice-of-Charge Information
When the CSE has received the notification, it shall be able to act as follows:

· perform charging activities
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