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Reason for 
change:

In CAMEL phase 2 call forwarding (CF) is notified to CSE/SCP as an Event Detection Point (EDP) prior to CF invocation. Since CAMEL phase introduces new Trigger Detection Points (TDPs) the interworking must be clarified. The proposed functionality in short:

· If CAP dialogue exists already, CF is reported as an EDP, if EDP is armed. This is already in CAMEL phase 2.

· If no CAP dielogue exists then a new dialogues is established by sending  InitialDP to CSE.

· In order to send InitialDP operation the triggering criteria must be fulfilled. In order to check triggering criteria reason code is derived from the call forwarding reason.
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Other 
comments:


****    FIRST MODIFIED SECTION    ****

18.3.1
Call Forwarding Unconditional (CFU)

The Call Forwarding Unconditional service will be invoked after any terminating CAMEL based service. Any forwarded call resulting from a GSM Call Forwarding supplementary service may cause invocation of any mobile originated CAMEL based services.

$(begin$(CAMEL3$)

The CSE shall be able to instruct the forwarding PLMN to suppress the normal handling of Call Forwarding Unconditional and replace it by one or other of the following:

-
If Call Forwarding Unconditional is active and operative for the call being processed, the call shall fail, with a reason of Forwarding Violation;

-
The call shall be handled as if Call Forwarding Unconditional was not active and operative.

$(end$(CAMEL3$)

18.3.2
Call Forwarding on Busy (CFB)

As for Call Forwarding Unconditional (see subclause 18.3.1).

$(begin$(CAMEL3$)

The CSE shall be able to instruct the forwarding PLMN to suppress the normal handling of Call Forwarding on Busy and to handle the call as if Call Forwarding on Busy was not active and operative.
If no terminating CAMEL service is active then a new relationship is opened to the CSE prior to CF invocation. In order to open new relationship the failure reason criterion shall be checked. The call related reason code is derived from the call forwarding reason.
$(end$(CAMEL3$)

18.3.3
Call Forwarding on No Reply (CFNRy)

As for Call Forwarding on Busy (see subclause 18.3.1).

18.3.4
Call Forwarding on Not Reachable (CFNRc)

As for Call Forwarding on Busy (see subclause 18.3.1).







