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1 Introduction
By connecting to the information center from the Mobile Phone with Micro-Browser, it is possible for a user to pull out information that a user wants from the site with this service.  For example, the user is able to know information about restaurant guides, news, to reserve tickets for concerts, and to do mobile banking.

I want to discuss the necessity for a function to give notification of the gateway server IP address (Destination IP address) to the mobile phone from the  network, when the mobile phone with Micro-Browser accesses a centre.
2 Discussion
When offering these information providing services, not only are there these Information providers but there are also Information Centers including the gateway servers which exist in lots of places.  At first, a user uses the gateway server to connect. It is thought that the IP address of the gateway server changes  several times due to various reasons or different conditions  e.g. when the  gateway server increases due to the diversification of risk, burden, responsibility etc…, or in the case of changes of the IP address. To adjust these kinds of changes, a mobile phone needs to be indicated by the Network about a server IP address whenever a mobile phone connects to a center.
Although it is possible to register the DNS server address by using it, it cannot be dealt with in the case of changes to the DNS address. Moreover, it is possible to simplify transactions without having a solution by using the DNS server address.
Again, when a user roams, he or she can connect to the Information Providing Service by knowing only the information centre’s APN.

In consideration of the above  reasons, we suggest that it be a necessary feature to inform what a server IP address from the network to the mobile phone is.
3 Proposal
I propose adding the following ideas.
In regards to the gateway server IP address, the network should designate the gateway server, and should give notification of the IP address to the mobile phone, and then the mobile phone can communicate with the server.
（ex）
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10
Network interworking
10.1 Interworking with other data networks and other PLMNs
GPRS shall provide means to interwork with external data networks. The GPRS operator may provide an appropriate address to the external data network for the subscriber as part of the GPRS subscription. That address can be either dynamic (e.g. the user's IP address is allocated from a pool of unused IP addresses every time the subscriber activates the access to an IP network) or static (e.g. a certain IP address is permanently allocated to a particular subscriber). By taking the convenience of users into consideration, the network should have a function that designates the gateway server and gives notification of the IP address to the mobile phone. When connected with some external data networks, the routeing protocols of these networks may limit the data network addresses that can be allocated. For example, when interworking with IP networks, the IP address for the GPRS subscriber shall belong to that GPRS operator's IP subnetwork that allocates the address. In the case of a simple point to point connection, a GPRS subscriber need not have an associated network address.

The type of interworking between a PLMN and data networks is determined by the network operator. 
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