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4
Description

The CAMEL network feature enables the use of Operator Specific Services (OSS) by a subscriber even when roaming outside the HPLMN.

4.1
Provision of CAMEL

The CAMEL Subscription Information (CSI) is provided by the HPLMN operator by administrative means.

The CSI may include the Translation Information Flag (TIF-CSI). If present for a subscriber the network will apply special handling of the call forwarding supplementary service. For details refer to section 12.3 $(CAMEL2$).

Network-based services may be provided by the serving PLMN operator. The provisioning mechanism is out of the scope of this specification. -$(CAMEL3$).

4.2
General Procedures

Each GSM process is made up of a series of telecommunication events, some of which are service events. At a service event, the IPLMN or VPLMN may suspend the process and make contact with a CSE to ask for instructions or to send a notification. When a service event occurs, the IPLMN or VPLMN shall send to the CSE the information listed in this specification. All information sent to the CSE relates to the served CAMEL subscriber unless otherwise stated. The initial service events, and the corresponding CSE identity, which can initiate contact with the CSE is defined in the CAMEL Subscription Information.

The CAMEL feature is applicable in a PLMN when the CAMEL subscription information is handled properly and when the communication to the CSE is compliant with the CAMEL protocol [8].

The CAMEL network capabilities are used at a PLMN when the CAMEL feature is applicable and:

-
the CSI is received from the HPLMN; or

-
the CSE requests congestion control in the VPLMN or IPLMN; or - $(CAMEL3$);

-
the CSE creates a call - $(CAMEL3$). 

In addition dialled network based services may be applicable in a PLMN if so administered. -$(CAMEL3$)

The CSE shall be capable of responding to the CAMEL request with instructions on how to resume the suspended GSM process. In the case of subscriber-based services the CSE shall be possible to instruct the IPLMN or VPLMN to:

-
Activate further service events for potential invocation. These events shall remain active only for the life-time of the telecommunication service;

-
Alter information relating to the suspended process;

-
Alter information relating to the parties involved in the process;

-
Indicate which of the possible parts of the process should occur next (e.g. terminate the call);

-
Perform Charging activities -$(CAMEL2$);

-
Order in band user interaction -$(CAMEL2$);

-
 Create additional parties in the call - $(CAMEL3$);

-
 Change the configuration of the connections between call parties - $(CAMEL3$).

$(begin$(CAMEL3$)

It shall be possible in the case of subscribed dialled services for the CSE to instruct the  serving PLMN to:

-
Continue the processing of the call, or;

-
Connect the calling party to a specified called party;

After one of the above instructions, the relation between the serving network and the CSE shall be released. Any other behaviour may cause misoperation of CAMEL based services.

Serving network-based service numbers may be treated after the above described behaviour. These services are outside the scope of the CAMEL specification.
Serving network based service numbers may be provided on the discretion of the network operator but they are outside this specification.




$(end$(CAMEL3$)

CAMEL features shall form an integral part of the following GSM processes:

-
MT call;

-
MO call (forwarded calls are treated as MO calls);

-
supplementary service invocation -$(CAMEL2$);

-
USSD user interaction. The of service codes for CAMEL services can be allocated on subscriber basis or globally for all subscribers of the HPLMN. -$(CAMEL2$);

-
MO SM service $(CAMEL3$).

As part of an OSS it shall be possible for the CSE to interrogate for information about a particular subscriber at any time.

It shall be possible for the CSE to originate calls on behalf of a CAMEL subscriber - $(CAMEL3$).

4.3
Applicability of CAMEL to Basic Services

CAMEL procedures are applicable to all circuit switched Basic Services without distinction (except Emergency calls).

CAMEL procedures are applicable to GPRS session $(CAMEL3$).

7 
Procedures for serving network dialled services $(CAMEL3$)

The purpose of this procedure is to detect a match between the called party number and a stored network service number at the call set-up request. It is to allow the CSE to modify the handling of the call set-up request. If this procedure is triggered it shall happen after processing of Subscriber Dialled Services triggered via the CSI.

7.1
Initiation of contact with the CSE

If:

· the call set up request occurs and

· the call set up request procedure is passed and
-
the PLMN is provisioned with network based service information; and


Then the VPLMN shall suspend call processing, make contact with the CSE and await further instructions.

For mobile originated calls the following information listed in table: A-1 (Procedures for serving network dialled services 1) shall be provided to the CSE if available.

For forwarded calls the information listed in table: A-1 (Procedures for serving network dialled services 2) shall be provided to the CSE if available.

7.2
Further processing of the call

When the serving network has made contact with the CSE, the CSE shall be able to instruct the serving network to act as described below by issuing one and only one of the following instructions:

-
allow the call processing to continue unchanged;

-
allow the call processing with modified information. The CSE shall have the possibility to send the information listed in table: A-2 (Procedures for serving network dialled services 2).

Further processing of the call continues as detailed in Sections 5.3 to 5.8, and the CSE contact initiated at this procedure is terminated.
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