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change:

· It shall be clarified how dialled services initiate a new dialogue to CSE.

· Interworking of dialled services and creation of called parties must be clarified – Dialled services are not applicable to the legs created by the SCP/CSE.

· Because multiple dialogues to possibly different CSEs exist in one call it must be clarified which number is compared to the triggering criterion of dialled services.
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comments:


****    FIRST MODIFIED SECTION    ****

5.10
Creation of called parties $(CAMEL3$)

The purpose of this procedure is to allow the CSE to initiate the creation of called parties in the call as long as a controlling relation to the CSE exists. 

The CSE shall send a request to initiate a call attempt. In this case the CSE shall always arm all events pertaining to unsuccessful call connection and to answer, and then continue processing of the call attempt before any other activities are performed on the call party created.

The information that it shall be possible to receive in the initiate call attempt request is listed in table: A-2 (Creation of called parties).

Upon receipt of  an answer or unsuccessful call establishment event then the event is reported to the CSE.

The following information shall be provided to the CSE: 

-
Event met; 

-
The party in the call for which the event is reported (only a Called party is applicable);

-
Type of monitoring.

Processing then continues as defined in the following Sections:

-
5.3.1, 

-
5.4,  

-
5.5, 


-
5.6, 
· 
· 5.9,

· 6.3,

· 6.4,

· 6.5,

· 6.6,

· 6.8, and
· 6.9
****    NEXT MODIFIED SECTION    ****

7 
Procedures for serving network dialled services $(CAMEL3$)

The purpose of this procedure is to detect a call set-up request at the point where the called party number has been compared with the dialled services information and allow the CSE to modify the handling of the call set-up request. If this procedure is triggered it shall happen after processing of Subscribed Dialled Services triggered via the CSI. If any other CAMEL dialogue has changed called party number then the modified called party number is compared to triggering criteria.
****    NEXT MODIFIED SECTION    ****

Annex A (normative):
Information Tables

A.1
Information provided to the CSE

The following table shows the information that is transferred towards the CSE on various events. The numbers are reflecting the applicable Camel phase (!, 2, 3). 


Call set-up request procedure 1
Call set-up request procedure 2
Call set-up request procedure 3
Call set-up request procedure 4
Unsuccessful call establishment
Incoming call request procedure
Procedures for serving network dialled services 1
Procedures for serving network dialled services 2

Event met
1
1
3
3
3
1
3
3

IMSI
1
1
3
3
3
1
3
3

Calling Party’s Number
1
1
3
3
3
1
3
3

Calling Party’s Category
1
1
3
3
-
1
3
3

Additional Calling Party Number
-
1
-
3
-
1
-
3

Called Party BCD Number
1
-
3
-
3
-
3
-

Called Party Number
-
1
-
3
-
1
-
3

Original Called Party Number
-
1
-
3*1
-
1
-
3*1

Redirecting (Party) Number ????
-
1
-
3
-
1
-
3

Redirection Information
-
1
-
3
-
1
-
3

Service Key
1
1
3
3
3
1
3
3

ISDN Bearer Capability
1
1
3
3
3
1
3
3

High Layer Compatibility
1
1
3
3
3
1
3
3

Basic Service Code
1
1
3
3
3
1
3
3

Call Identification Information
1
1
3
3
3
-
?
?

Location Information of the Calling Subscriber
1
-
3
-
3
-
3
-

Location Number of the Calling Subscriber
-
-
-
-
-
1
-
-

Location information of the called subscriber
-
-
-
-
-
1
-
-

Subscriber State of the called subscriber
-
-
-
-
-
1
-
-

Time and Time Zone Information - $(CAMEL2$)
2
2
3
3
3
2
?
?

Optimal Routing Indication - $(CAMEL3$)
-
-
?
?
-
-
3
3

Calling Party LSA (if available) $(CAMEL3$)
3
-
3
-
-
-
3
-

IMEI -$(CAMEL3$)
3
-
3
-
3
-
?
-

Terminal characteristics and capabilities (see MExE, 02.57) -$(CAMEL3$)
3
-
3
-
3
-
?
-

MExE classmark (see MExE, 02.57) -$(CAMEL3$)
3
-
3
-
3
-
?
-

NAEA Carrier Identification Code (CIC) -$(CAMEL3$)
3
3
3
3
3
3
3
3

NAEA Carrier Selection Information (pre-subscribed or on-demand) -$(CAMEL3$)
3
3
3
3
3
3
3
3

NAEA Originating Line Identification  (OLI) - $(CAMEL3$)
-
3
-
3
-
-
-
3

NAEA Charge Number (CN) - $(CAMEL3$)
-
3
-
3
-
-
-
3

Table A-1: Information transferred towards the CSE

*1: If any other CAMEL dialogue has modified called party number then the modified number is reported to the CSE of dialled services.






