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TSG-SA Working Group 1 (Services) meeting #6
TSG S1 (99) 1073

San Diego, USA 29th Nov – 3rd Dec 1999
Agenda Item: 4.1
proposed Liaison Statement

To:
SMG9 / TSG-T3, T2, S1 MMS ad-hoc
From:
TSG-S1
Subject:
RE: Introduction of Mailbox Presence & Count Indication Service

___________________________________________________________________________

TSG-S1 has received the attached LS on the above-mentioned topic from SMG9.

S1 thanks SMG9 for their proposal on what is believed to be a useful feature. However, S1 would like to point out that there has been substantial work done on messaging services in rel. ´99, e.g. the introduction of the Multimedia Messaging Service (MMS). It is therefore felt that the service requirements for a mailbox field on SIM, and the count indication, must take also this new messaging service into account, so that SIM/ USIM as well as mobiles need not support two different versions for what could be the same type of service.

S1 therefore also invites the S1 MMS ad-hoc group as well as TSG-T2 to study the service requirements for Mailbox notifications and storage, and recommends SMG9/ T3 not to progress their work until these service requirements are elaborated.

TSG-SA Working Group 1 (Services) meeting #6
TSG S1 (99) 1058

San Diego, USA 29th Nov – 3rd Dec 1999
Agenda Item: 4.1
ETSI SMG9 Meeting #19

Munich, Germany, September 20 - 23, 1999
Tdoc 9-99-276 

Liaison Statement

To:
SMG1
From:
SMG9


Subject:
Introduction of Mailbox Presence & Count Indication Service

___________________________________________________________________________

A request was received to define a file on the SIM to support mailbox information. Currently this information has to be stored in the Mobile for GSM900 systems.

SMG9 have considered the support of a Mailbox file for various Mailbox types. e.g. Voice,Fax,Email.  They have agreed that this would be a useful feature. Although SMG9 can specify a file on the SIM card to store the mailbox data as for phonebook entries, it was realised that this feature could be expanded to include data indicating the number of unread messages for each type of mailbox along with information of how this indication is presented to the user. However for this feature to be considered a service requirement must be specified and the appropriate procedures to handle such a service defined. 

SMG9 ask SMG1 to consider if this is a required service and if so, make recommendations to the relevant groups to put in place the procedures necessary to support such a service. 

SMG9 look forward to hearing SMG1’s response to this service request.

ETSI SMG9 Meeting #19
Tdoc SMG 9-99-273
Munich, Germany, 

September 20-23, 1999
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10.3.7
EFSST (SIM service table)

This EF indicates which services are allocated, and whether, if allocated, the service is activated. If a service is not allocated or not activated in the SIM, the ME shall not select this service.

Identifier: '6F3F'
Structure: transparent
Mandatory

File size: X bytes, X ( 2
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
ADM


INVALIDATE
ADM


REHABILITATE
ADM

Bytes
Description
M/O
Length

1
Services n(1 to n(4
M
1 byte

2
Services n(5 to n(8
M
1 byte

3
Services n(9 to n(12
O
1 byte

4
Services n(13 to n(16
O
1 byte

5
Services n(17 to n(20
O
1 byte

6
Services n(21 to n(24
O
1 byte

7
Services n(25 to n(28
O
1 byte

8
Services n(29 to n(32
O
1 byte

etc.




X
Services (4X‑3) to (4X)
O
1 byte

‑Services



     Contents:
Service n°1 :
CHV1 disable function


Service n°2 :
Abbreviated Dialling Numbers (ADN)


Service n°3 :
Fixed Dialling Numbers (FDN)


Service n°4 :
Short Message Storage (SMS)


Service n°5 :
Advice of Charge (AoC)


Service n°6 :
Capability Configuration Parameters (CCP)


Service n°7 :
PLMN selector


Service n°8 :
RFU


Service n°9 :
MSISDN


Service n°10:
Extension1


Service n°11:
Extension2


Service n°12:
SMS Parameters


Service n°13:
Last Number Dialled (LND)


Service n°14:
Cell Broadcast Message Identifier


Service n°15:
Group Identifier Level 1


Service n°16:
Group Identifier Level 2


Service n°17:
Service Provider Name


Service n°18:
Service Dialling Numbers (SDN)


Service n°19:
Extension3


Service n°20:
RFU


Service n°21:
VGCS Group Identifier List (EFVGCS and EFVGCSS)


Service n°22:
VBS Group Identifier List (EFVBS and EFVBSS)


Service n°23:
enhanced Multi‑Level Precedence and Pre‑emption Service


Service n°24:
Automatic Answer for eMLPP


Service n°25:
Data download via SMS‑CB


Service n°26:
Data download via SMS‑PP


Service n°27:
Menu selection


Service n°28:
Call control


Service n°29:
Proactive SIM


Service n°30:
Cell Broadcast Message Identifier Ranges


Service n°31:
Barred Dialling Numbers (BDN)


Service n°32:
Extension4


Service n°33:
De‑personalization Control Keys


Service n°34:
Co‑operative Network List


Service n°35:
Short Message Status Reports


Service n°36:
Network's indication of alerting in the MS 


Service n°37:
Mobile Originated Short Message control by SIM 


Service n°38:
GPRS


Service n°39:
Image (IMG)


Service n°40:
SoLSA (Support of Local Service Area)


Service n°41:
USSD string data object supported in Call Control


Service n°42:
Support of Mail Box Dialling Numbers 

[..]

10.5.16
EFMBXDN (Mail Box Dialling Numbers)

This EF contains dialling numbers for access to mailboxes for voice mail, fax mail and e-mail. It may also contain associated alpha‑tags for each supported mailbox.

Identifier: '6F4F'
Structure: linear fixed
Optional

Record length: X+15 bytes
Update activity: low

Access Conditions:


READ
CHV1


UPDATE
CHV1


INVALIDATE
ADM


REHABILITATE
ADM

Bytes
Description
M/O
Length

1 to X
Alpha Identifier
O
X bytes

X+1
Length of BCD number/SSC contents
M
1 byte

X+2
TON and NPI
M
1 byte

X+3 to X+12
Dialling Number
M
10 bytes

X+13
Capability/Configuration Identifier
M
1 byte

X+14
Extension 1 Record Identifier
M
1 byte

X+15
Mail Box Type Identifier
M
1 byte

‑
Mail Box Type Identifier

Contents:


This byte identifies the mailbox type(s) associated with the Dialling Number. It shall be possible to associate a mailbox type with multiple Dialling Numbers. In this case the first Dialling Number being associated with a mailbox type shall be used as the primary Dialling Number and the second shall be used for any proprietary implementations (e.g. two Voice Mail records could exist, the first record for Telephony services and the second for Auxiliary Telephony)

Coding:
1 bit is used to associate a Mail Box type:

bit = 1: Mail Box type associated with Dialling Number

bit = 0: Mail Box type not associated with Dialling Number



b8
b7
b6
b5
b4
b3
b2
b1











Voice Mail











Fax Mail











E-mail











RFU

· For contents and coding of data items 1 to (X+14) see the respective data items of the EFADN (GSM 11.11 sub-clause 10.5.1).
NOTE:
The value of X (the number of bytes in the alpha‑identifier) may be different to the length denoted X in EFADN.
[..]

10.7 Files of GSM

This subclause contains a figure depicting the file structure of the SIM. DFGSM shall be selected using the identifier '7F20'. If selection by this means fails, then DCS 1800 MEs shall, and optionally GSM MEs may then select DFGSM with '7F21'.

NOTE 1:
The selection of the GSM application using the identifier '7F21', if selection by means of the identifier '7F20' fails, is to ensure backwards compatibility with those Phase 1 SIMs which only support the DCS 1800 application using the Phase 1 directory DFDCS1800 coded '7F21'.

NOTE 2:
To ensure backwards compatibility with those Phase 1 DCS 1800 MEs which have no means to select DFGSM two options have been specified. These options are given in GSM 09.91 [17]
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see GSM 11.19
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Figure 8: File identifiers and directory structures of GSM

11
Application protocol

[..]
Subscription related procedures:

‑
Dialling Numbers (ADN, FDN, MSISDN, LND, SDN, BDN, MBXDN)
MMI/ME

‑
Short messages (SMS)
MMI

‑
Advice of Charge (AoC)
MMI

‑
Capability Configuration Parameters (CCP)
MMI

‑
PLMN Selector
MMI

‑
Cell Broadcast Message Identifier (CBMI)
MMI

‑
Group Identifier Level 1 (GID1)
MMI/ME

‑
Group Identifier Level 2 (GID2)
MMI/ME 

‑
Service Provider Name (SPN)
ME

‑
Voice Group Call Service (VGCS)
MMI/ME

‑
Voice Broadcast Service (VBS)
MMI/ME

‑
Enhanced Multi Level Pre-emption and Priority (eMLPP)
MMI/ME

‑
Depersonalisation Control Keys
ME

‑
Short message status reports (SMSR)
MMI

‑
Network's indication of alerting
ME

[..]
[..]

11.5
Subscription related procedures

11.5.1
Dialling numbers

The following procedures may not only be applied to EFADN and its associated extension files EFCCP and EFEXT1 as described in the procedures below, but also to EFFDN, EFMSISDN, EFLND, EFBDN,EFSDN and EFMBXDN and their associated extension files. If these files are not allocated and activated, as denoted in the SIM service table, the current procedure shall be aborted and the appropriate EFs shall remain unchanged.

As an example, the following procedures are described as applied to ADN.

Requirement:
Service n°2 "allocated and activated"


(Service n°3 for FDN, 


 Service n°9 for MSISDN,


 Service n°13 for LND,


 Service n°18 for SDN,


 Service n°31 for BDN,

 Service n°42 for MBXDN)

Update:
The ME analyses and assembles the information to be stored as follows (the byte identifiers used below correspond to those in the description of the EFs in subclauses 10.5.1, 10.5.4 and 10.5.10):

i)
The ME identifies the Alpha‑tagging, Capability/Configuration Identifier and Extension1 Record Identifier.

ii)
The dialling number/SSC string shall be analysed and allocated to the bytes of the EF as follows:

‑
if a "+" is found, the TON identifier is set to "International";

‑
if 20 or less "digits" remain, they shall form the dialling number/SSC string;

‑
if more than 20 "digits" remain, the procedure shall be as follows:

Requirement:


Service n°10 "allocated and activated"


(Service n°10 applies also for MSISDN, LND and MBXDN;


Service n°11 for FDN;


Service n°19 for SDN;


Service n°32 for BDN.)


The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.


The first 20 "digits" are stored in the dialling number/SSC string. The value of the length of BCD number/SSC contents is set to the maximum value, which is 11. The Extension1 record identifier is coded with the associated record number in the EFEXT1. The remaining digits are stored in the selected Extension1 record where the type of the record is set to "additional data". The first byte of the Extension1 record is set with the number of bytes of the remaining additional data. The number of bytes containing digit information is the sum of the length of BCD number/SSC contents of EFADN and byte 2 of all associated chained Extension1 records containing additional data (see subclauses 10.5.1 and 10.5.10).

iii)
If a called party subaddress is associated to the ADN/SSC the procedure shall proceed as follows:

Requirement:


Service n°10 "allocated and activated"


(Service n°10 applies also for MSISDN, LND and MBXDN;


Service n°11 for FDN;


Service n°19 for SDN;


Service n°32 for BDN.)


If the length of the called party subaddress is less than or equal to 11 bytes (see GSM 04.08 [15] for coding):


The ME seeks for a free record in EFEXT1. If an Extension1 record is not marked as "free", the ME runs the Purge procedure. If an Extension1 record is still unavailable, the procedure is aborted.


The ME stores the called party subaddress in the Extension1 record, and sets the Extension1 record type to "called party subaddress".


If the length of the called party subaddress is greater than 11 bytes (see GSM 04.08 [15] for coding):


The ME seeks for two free records in EFEXT1. If no such two records are found, the ME runs the Purge procedure. If two Extension1 records are still unavailable, the procedure is aborted.


The ME stores the called party subaddress in the two Extension1 records. The identifier field in the Extension1 record containing the first part of the subaddress data is coded with the associated EFEXT1 record number containing the second part of the subaddress data. Both Extension1 record types are set to "called party subaddress".

Once i), ii), and iii) have been considered the ME performs the updating procedure with EFADN. If the SIM has no available empty space to store the received ADN/SSC, or if the procedure has been aborted, the ME advises the user.

NOTE 1:
For reasons of memory efficiency the ME is allowed to analyse all Extension1 records to recognize if the additional or subaddress data to be stored is already existing in EFEXT1. In this case the ME may use the existing chain or the last part of the existing chain from more than one ADN (LND, MSISDN, MBXDN). The ME is only allowed to store extension data in unused records. If existing records are used for multiple access, the ME shall not change any data in those records to prevent corruption of existing chains.

Erasure:
The ME sends the identification of the information to be erased. The content of the identified record in EFADN is marked as "free".

Request:
The ME sends the identification of the information to be read. The ME shall analyse the data of EFADN (subclause 10.5.1) to ascertain, whether additional data is associated in EFEXT1 or EFCCP. If necessary, then the ME performs the reading procedure on these EFs to assemble the complete ADN/SSC.

Purge:
The ME shall access each EF which references EFEXT1 (EFEXT2) for storage and shall identify records in these files using extension data (additional data or called party subaddress). Note that existing chains have to be followed to the end. All referred Extension1 (Extension2) records are noted by the ME. All Extension1 (Extension2) records not noted are then marked by the ME as "free" by setting the whole record to 'FF'.

NOTE 2:
Dependent upon the implementation of the ME, and in particular the possibility of erasure of ADN/SSC records by Phase 1 MEs, which have no knowledge of the EFEXT1, it is possible for Extension1 records to be marked as "used space" (not equal to 'FF'), although in fact they are no longer associated with an ADN/SSC record.

The following three procedures are only applicable to service n°3 (FDN).

FDN capability request. The ME has to check the state of service n°3, i.e. if FDN is "enabled" or "disabled". In case of enabled FDN, the ME has to switch to a restrictive terminal mode (see GSM 02.07). To ascertain the state of FDN, the ME checks in EFSST whether or not ADN is activated. If ADN is not activated, service n°3 is enabled. If ADN is activated, the ME checks the response data of EFADN. If EFADN is invalidated, service n°3 is enabled. In all other cases service n°3 is disabled.

FDN disabling. The FDN disabling procedure requires that CHV2 verification procedure has been performed successfully and that ADN is activated. If not, FDN disabling procedure will not be executed successfully. To disable FDN capability, the ME rehabilitates EFADN. The invalidate/rehabilitate flag of EFADN, which is implicitly set by the REHABILITATE command, is at the same time the indicator for the state of the service n°3. If ADN is not activated, disabling of FDN is not possible and thus service n°3 is always enabled (see FDN capability request).

NOTE 3:
If FDN is disabled (by rehabilitating EFADN) using an administrative terminal then the FDN disabling procedure of this administrative terminal need also to rehabilitate EFIMSI and EFLOCI to ensure normal operation of the SIM in a phase 1 ME or a phase 2 ME which does not support FDN. 

FDN enabling. The FDN enabling procedure requires that CHV2 verification procedure has been performed successfully. If not, FDN enabling procedure will not be executed successfully. To enable FDN capability, the ME invalidates EFADN. The invalidate/rehabilitate flag of EFADN, which is implicitly cleared by the invalidate command, is at the same time the indicator for the state of the service n°3 (see FDN capability request). If ADN is not activated, service n°3 is always enabled.

Invalidated ADNs may optionally still be readable and updatable depending on the file status (see clause 9.3)

The following three procedures are only applicable to service n°31 (BDN).

BDN capability request. The ME has to check the state of service n°31, i.e. if BDN is "enabled" or "disabled". BDN service is "enabled" only if service n°31 is allocated and activated, and EFBDN is not invalidated. In all other cases, the BDN service is "disabled".

BDN disabling. The BDN disabling procedure requires that CHV2 verification procedure has been performed successfully. If not, BDN disabling procedure will not be executed successfully. To disable BDN capability, the ME invalidates EFBDN. The invalidate/rehabilitate flag of EFBDN, which is implicitly cleared by the INVALIDATE command, is at the same time the indicator for the state of the service n°31 (see BDN capability request).

BDN enabling. The BDN enabling procedure requires that CHV2 verification procedure has been performed successfully. If not, BDN enabling procedure will not be executed successfully. To enable BDN capability, the ME rehabilitates EFBDN. The invalidate/rehabilitate flag of EFBDN, which is implicitly set by the REHABILITate command, is at the same time the indicator for the state of the service n°31 (see BDN capability request).

Invalidated BDNs (when BDN capability is disabled) may optionally still be readable and updatable depending on the file status (see clause 9.3).

Annex D (informative):
Suggested contents of the EFs at pre‑personalization

If EFs have an unassigned value, it may not be clear from the main text what this value should be. This annex suggests values in these cases.

File Identification
Description
Value

'2F E2'
ICC identification
operator dependant (see 10.1.1)

'2F 05'
Extended Language preference
'FF…FF'

'6F 05'
Language preference
'FF'

'6F 07'
IMSI
operator dependant (see 10.3.2)

'6F 20'
Ciphering key Kc
'FF...FF07'

'6F 30'
PLMN selector
'FF...FF'

'6F 31'
HPLMN search period
'FF'

'6F 37'
ACM maximum value
'000000' (see note 1)

'6F 38'
SIM service table
operator dependant (see 10.3.7)

'6F 39'
Accumulated call meter
'000000'

'6F 3E'
Group identifier level 1
operator dependant

'6F 3F'
Group identifier level 2
operator dependant

'6F 41'
PUCT
'FFFFFF0000'

'6F 45'
CBMI
'FF...FF'

'6F 46'
Service provider name
'FF...FF'

'6F 48'
CBMID
'FF...FF'

'6F 49'
Service Dialling Numbers
'FF...FF'

'6F 74'
BCCH
'FF...FF'

'6F 78'
Access control class
operator dependant (see 10.1.12)

'6F 7B'
Forbidden PLMNs
'FF...FF'

'6F 7E
Location information
'FFFFFFFF xxFxxx 0000 FF 01'
(see note 2)

'6F AD'
Administrative data
operator dependant (see 10.3.15)

'6F AE'
Phase identification
see 10.3.16

'6F 3A'
Abbreviated dialling numbers
'FF...FF'

'6F 3B'
Fixed dialling numbers
'FF...FF'

'6F 3C'
Short messages
'00FF...FF'

'6F 3D'
Capability configuration parameters
'FF...FF'

'6F 40'
MSISDN storage
'FF...FF'

'6F 42'
SMS parameters
'FF...FF'

'6F 43'
SMS status
'FF...FF'

'6F 44'
Last number dialled
'FF...FF'

'6F 47'
Short message status reports
'00FF…FF'

'6F 4A'
Extension 1
'FF...FF'

'6F 4B'
Extension 2
'FF...FF'

'6F 4C'
Extension 3
'FF...FF'

'6F 4D'
Barred dialling numbers
'FF...FF'

'6F 4E'
Extension 4
'FF...FF'

'6F 4F'
Mail box dialling numbers
'FF...FF'

'6F 51'
Network's indication of alerting
'FF...FF'

'6F 52'
GPRS Ciphering key KcGPRS
'FF...FF07'

'6F 53'
GPRS Location Information
'FFFFFFFF FFFFFF xxFxxx 0000 FF 01'

'6F 54'
SetUpMenu Elements
operator dependant (see 10.3.34)

'4F 20'
Image data 
'00FF...FF'

'4F 30'
SoLSA Access Indicator)
'00FF...FF'

'4F 31'
SoLSA LSA List
'FF...FF'

NOTE 1:
The value '000000' means that ACMmax is not valid, i.e. there is no restriction on the ACM. When assigning a value to ACMmax, care should be taken not to use values too close to the maximum possible value 'FFFFFF', because the INCREASE command does not update EFACM if the units to be added would exceed 'FFFFFF'. This could affect the call termination procedure of the Advice of Charge function.

NOTE 2:
xxFxxx stands for any valid MCC and MNC, coded according to GSM 04.08 [15].
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5)	Switch to the window in MS word that contains you CR cover sheet and do a <CTRL>A   <CTRL>C to select and copy the entire sheet (including the section break at the end). Switch back to the other window and paste it in.







6)	Between group of changed pages in the CR, insert a section break (insert / break / next page/)







7)	When all the changes have been made (using the revision marking feature of MS Word), the headers and page number should be corrected. Do this by changing to page layout mode (view / page layout) to see the headers. If the pages of the CR show a normal specification header, go to step 8. If the headers contain text like "Error, no text of specified style in document" or "error, reference not found" you have a new style spec and so should correct the header. Go to the menu item "view / header and footer", select the frame that contains the error message and delete it. Do this for both error messages. Do not delete the page number. On the left side, write the text for example "GSM 11.11 version 7.0.0 1998-07". Go back to normal view.







8) 	For each group of changes, insert the correct starting page number. The number should be that which is a clean unmodified specification. It is a guide to the reader only and so they can be +/- 1 page number. Insert the page number using the following method. Go to the line following the first section break in you CR. choose the menu item insert / page number / format / start at and insert the correct starting page number for that group of changes. click "OK" and then "CLOSE" (don't press "OK" at this last step). Repeat this step for each section break.







9)	When you have finished making all changes, turn off "Mark Revisions" otherwise the page numbers in the headers will be difficult to read.







Examples of expressions of prevision in ETSI specifications







Please ensure that any changes proposed adhere to the following rules:







SHALL: To be used to indicate a requirement. e.g. "The ME shall reset the SIM" is correct Do not use "The ME resets the SIM" or "the ME must reset the SIM"







SHOULD: To be used to indicate recommendation. i.e. if, among several possibilities one is recommended as particularly suitable, without mentioning or excluding others, or that a certain course of action is preferred but not necessarily required, or that (in the negative form) a certain possibility or course of action is deprecated but not prohibited.







MAY: To be used to indicate permission. To be used instead of phrases such as "is permitted", "is allowed" or is permissible". The opposite of "may" is "need not".







CAN: To be used to indicate possibility and capability. To be used instead of phrases such as "be able to", "there is a possibility of" or "it is possible to".







Visit the EditHelp page on the ETSI server (http://www.etsi.org/EditHelp/ ) for further practical information about ETSI deliverables, including the ETSI drafting rules.



�

ANNEX A   	The CR cover sheet







This annex provides further information on how to fill out the cover sheet of a CR.







The header:



a)	The header, including the committee or working party (e.g. ETSI SMG9 UMTS working Party), the tdoc number (to be obtained from PT SMG) and the meeting location and date.







The title box:



b)	The change request number. This is a 4 character string unique for each specification. It starts with an A and followed by 3 digits e.g. A123. This is allocated by the PT SMG project manager of the relevant STC.



c)	The GSM/UMTS specification number (e.g. 09.02). The ETS/EN/TS number shall not be used.



d)	The SMG plenary number to which this CR will be submitted to if it gets agreed at the STC  meeting. (e.g. #27 for the October '98 SMG plenary, #28 (Feb 99), #29 (June 99) or #30 (October 99). If the specification in question is only under STC change control (there are not currently many specification under this regime), the STC meeting number shall be used instead.



e)	for approval/for information: one box only shall be marked with an "X"



f)	Strategic / non-strategic. one box only shall be marked with an "X". The default is "non-strategic" but it is the chairman of the STC responsible for the specification who shall decide.







Proposed change affects:



g)	At least one box shall be marked with an "X"







Work item:	



h)	The name of the GSM phase 2+ or UMTS work item for which the CR is relevant.







Source:



h)	The company name of the author of the CR. If the CR has already been agreed at a subgroup/working party meeting, the subgroup name should be used instead. (the working party tdoc number should also be included)



Subject:



I)	One line (only) of text that describes the subject of the CR. Details should be put under "reason for change"



	good examples:	"Clarification to FETCH command"



				"Alignment of operation and parameter names"



	recently used



	bad examples:	"correction"



				"editorial correction"



				"correction to GSM xx.yy"



				"various improvements"



Category and release:



j)	Choose one category only. Note that except under special circumstances, category B (addition of feature) and category C (functional modification of feature) can only be done to a current release of the specification. i.e. after the release 98 has been frozen (SMG #28) only category F changes may be submitted.



k)	The release to which this CR applies. Note that if you make a correction to a release 96 specification, other CRs shall also be made for the release 97 and release 98 version if they exist.



Reason:



l)	This should be 1 to 10 lines of text that describes in further detail the reasons why the change is necessary and / or how the change is done.







Clauses Affected:



m)	Each subclause that is affected by the change should be listed here. New subclause number can be followed by " (new) ".







Other specs affected:



n)	Other releases of the same spec: if, for example this is a release 97 CR but there is also a CR for R98, it should be listed here. The format for listing other CRs is, for example, 11.14-A123.



	Other core specifications: to be used if the CR is linked to a CR for another specification.



	MS test specifications: to be used if a change is needed to GSM 11.10.



	BSS test specifications: to be used if a change is needed to the 11.2x series.



	O&M specifications: to be used if a change is needed to the 12 series specifications.




