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TSG SA WG1 thanks CN WG3 for the LS on Bearer modification without pre-notification

(Tdoc N3-99373). 

S1 has agreed to support this function in Release 2000. 

From the application point of view, the items which should be carried out as minimum support in R00 is shown as follow,

1. Bearer Modification during communication between a speech and FAX

2. Bearer Modification during communication between a speech and Multimedia (video telephony). 

3. Bearer Modification during communication between a speech and Modem. 

The followings are the examples of application. 

（A） Speech from/to FAX

Information delivery service by FAX and FAX storage service are considered.  These services are instructed by voice, the user selects the information which the user wants to.  Finally be able to get it by FAX.  It is necessary to support of bearer modification function in these services.  Because Multi-call cannot be applied due to the user cannot access the information directly. 

（B） Speech from/to multimedia(video telephony)

Suppose that the user communicates by speech at first.  It may be because of lower charge or the friendliest way the users get used to.   And during the communication the request to show something to the called party occurs often (e. g.  to show the color of shirts during traveling).  In such case, this function is useful for each users.) 

（C）     Speech from/to Modem

Car navigation system / Mobile office will be the potential situation of bearer modification between speech and modem.  Suppose that the user requests to operator what service he/she wants by voice.  Then the operator sends the information to car navigation system or PC.  Finally, back to speech conversation to explain again. 

S1 clarify the questions from N3. 

Question１：
Regarding the change of bearer during an ongoing call, it is the understanding of CN3 that the destination is not supposed to change upon a swap from speech to data or vice versa.  In this understanding correct? 

It is the same understanding that the calling party can initiate this function regardless of the capability of the destination.  If the destination doesn’t support this function, it is better to back to previous bearer and to continue communication. 

Question ２ ：
Is it still reasonable to have an Alternate Speech and Fax Teleservice (TS61) if a bearer modification without pre-notification is specified?

If it is possible to extend the functionality which is “without pre-notification” to the TS61, we think it’s reasonable. 

Question ３ ：
There is a timing requirement in the modem handshaking which the application/user may have to take into account when swapping from speech to data.  It is important for CN3 to know, which applications require the speech-to-data feature, in order to identify and try to circumvent possible problems.  Can S1 identify further applications (in addition to the speech-to-emergency-centre case)?

The example of ( C ) which I mentioned above is possible application.  This situation is available now and the market is going to grow rapidly. 

Question ４：
Could the requirement of changing the bearer be satisfied by a multicall or two successive calls controlled on the application level, i. e.  by terminating the ongoing call and setting up a new call with the required new bearer?

Multicall Is an optional feature, it means that there will be the network/terminal that does not support multicall feature.  In addition, multicall is not applicable for the applications such as information delivery that mentioned above.  See example (A). 

Question ５ ：
Shall the bearer modification be a new general service where the user has to be subscribed to or can anyone with any service subscription try to make a bearer modification?
It depends on the operator.  Generally, the subscription is not necessary in the network that supports single numbering scheme and it is necessary in the network that supports multiple numbering scheme. 

