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****    FIRST and LAST MODIFIED SECTION    ****

Annex A (normative): Information Tables

A.1
Information provided to the CSE

The following table shows the information that is transferred towards the CSE on various events. The numbers are reflecting the applicable Camel phase (!, 2, 3). 

Table A-1: Information transferred towards the CSE


Call set-up request procedure 1
Call set-up request procedure 2
Call set-up request procedure 3
Call set-up request procedure 4
Unsuccessful call establishment
Unsuccessful call establishment (MT)
Incoming call request procedure
Procedures for serving network dialled services 1
Procedures for serving network dialled services 2

Event met
1
1
3
3
3
 3
1
3
3

IMSI
1
1
3
3
3
 3
1
3
3

Calling Party’s Number
1
1
3
3
3
3
1
3
3

Calling Party’s Category
1
1
3
3
-
3
1
3
3

Additional Calling Party Number
-
1
-
3
-
3
1
-
3

Called Party BCD Number
1
-
3
-
3
-
-
3
-

Called Party Number
-
1
-
3
-
3
1
-
3

Original Called Party Number
-
1
-
3*1
-
3
1
-
3*1

Redirecting (Party) Number
-
1
-
3
-
3
1
-
3

Redirection Information
-
1
-
3
-
3
1
-
3

Service Key
1
1
3
3
3
3
1
3
3

ISDN Bearer Capability
1
1
3
3
3
3
1
3
3

High Layer Compatibility
1
1
3
3
3
3
1
3
3

Basic Service Code
1
1
3
3
3
3
1
3
3

Call Identification Information
1
1
3
3
3
-
-
3
3

Location Information of the Calling Subscriber
1
-
3
-
3
-
-
3
-

Location Number of the Calling Subscriber
-
-
-
-
-
3
1
-
-

Location information of the called subscriber
-
-
-
-
-
3
1
-
-

Subscriber State of the called subscriber
-
-
-
-
-
3
1
-
-

Cause - $(CAMEL3$)
-
-
-
-
3
3
-
-
-

Time and Time Zone Information - $(CAMEL2$)
2
2
3
3
3
3
2
3
3












Calling Party LSA (if available) $(CAMEL3$)
3
-
3
-
-
-
-
3
-

MExE / SAT Free formatted information  -$(CAMEL3$)
3
-
3
-
3
3
-
3
-

NAEA Carrier Identification Code (CIC) -$(CAMEL3$)
2
2
3
3
3
3
2
3
3

NAEA Carrier Selection Information (pre-subscribed or on-demand) -$(CAMEL3$)
2
2
3
3
3
-
2
3
3

CUG Index if received from the calling subscriber
3
-
-
-
-
-
-
-
-

CUG Interlock Code
-
3
-
-
-
-
3
-
-

CUG Outgoing Access Indicator
-
3
-
-
-
-
3
-
-

*1: If any other CAMEL dialogue has modified called party number then the modified number is reported to the CSE of dialled services.
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