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TSG CN WG2 have recognised during their meeting in Paris 13 – 17 November 2000, that it is currently not possible in CAMEL Phase 3 to uniquely identify a PDP context at the CSE. This prevents operators correlating the CSE processes for one PDP context after Routeing Area Update or it prevents correlation of records created in the CSE with the CDRs created by the SGSN.

To enable PDP Context correlation, a charging ID is already available within GPRS as well as at the CSE. However the charging ID is only unique together with the address of the GGSN that allocated it. The corresponding GGSN address is currently not transferred to the CSE.

TSG CN WG2 have agreed CRs against CAMEL specifications introducing the GGSN Address for the PDP Context Establishment Acknowledge and Change Of Position PDP Context event reports.

TSG CN WG2 asks TSG SA WG1 to consider the attached CRs against 3G TS 22.078 (R99 and R4), proposing the introduction of the GGSN Address, for approval at the next SA Plenary.
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A.3
GPRS Information provided to the CSE


Table A-3 shows the information that shall be reported to the CSE on various GPRS events. The numbers reflect the applicable CAMEL phase (3). 




Attach

PDP Context Establishment
(Initial Service Event)

PDP Context Establishment
(Subsequent Service Event)

PDP Context Establishment Ack
(Initial Service Event)

PDP Context Establishment Ack
(Subsequent Service Event – PDP Context relationship)

PDP Context Establishment Ack
(Subsequent Service Event – GPRS Sessiion Relationship I) – note 1

PDP Context Establishment Ack
(Subsequent Service Event – GPRS Session relationship II) – note 2



Event met

3

3

3

3

3

3

3



Type of monitoring

-

-

3

-

3

3

3



MSISDN

3

3

-

3

-

-

-



IMSI

3

3

-

3

-

-

-



Service Key

3

3

-

3

-

-

-



Location information, at least to the resolution of Routing Area of the attaching subscriber

3

3

3

3

-

3

-



Time stamp information

3

3

3

3

-

3

-



Time zone information

3

3

3

3

-

3

-



GPRS MS Class (note 3)

3

3

-

3

-

-

-



PDP transport protocol, i.e. IP or X.25

-

3

3

3

-

3

-



Quality of Service (requested)

-

3

3

3

-

3

-



Quality of Service (subscribed)

-

3

3

3

-

3

-



Quality of Service (negotiated)

-

-

-

3

3

3

3



Destination address information

-

3

3

3

-

3

-



GPRS charging ID

-

-

-

3

3

3

3



GGSN Address

-

-

-

3

3

3

3



Table A-3: GPRS Information transferred towards the CSE


Note 1:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship I): The PDP Context Establishment event for this PDP Context has not been reported.


Note 2:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship II): The PDP Context Establishment event for this PDP Context has been reported.


Note 3:
GPRS MS Class: Subparameter MS RadioAccessCapability is not supported in UMTS Network.  


Table A-4 shows the information that shall be reported to the CSE on the Change of Position events. The numbers reflect the applicable CAMEL phase (3).


Table A-4: GPRS Information reported to the CSE




Intra Change of Position PDP Context, (Subsequent Service Event)

Intra Change of  Position Session


(Subsequent Service Event)

Inter Change of  Position PDP Context, (Initial Service Event)

Inter Change of Position Session


(Initial Service Event)



Event met

3

3

3

3



Type of monitoring

3

3

-

-



MSISDN

-

-

3

3



IMSI

-

-

3

3



Service Key

-

-

3

3



Location information, at least to the resolution of Routing Area of the attached subscriber

3

3

3

3



Time stamp information

-

-

3

3



Time zone information

-

-

3

3



GPRS MS Class (note 1)

-

-

3

3



PDP transport protocol, i.e. IP or X.25

-

-

3

-



Quality of Service (requested)

-

-

3

-



Quality of Service (subscribed)

-

-

3

-



Quality of Service (negotiated)

-

-

3

-



Destination address information

-

-

3

-



GPRS Charging ID

-

-

3

-



GGSN Address

-

-

3

-



Note 1:
GPRS MS Class: Subparameter MS RadioAccessCapability is not supported in UMTS Network.  


�SEITE \# "'Page: '#'�'"  �� Enter the specification number in this box. For example, 04.08 or 31.102. Do not prefix the number with anything . i.e. do not use "TS", "GSM" or "3GPP" etc.



�SEITE \# "'Page: '#'�'"  �� Enter the CR number here. This number is allocated by the 3GPP support team.



�SEITE \# "'Page: '#'�'"  �� Enter the revision number of the CR here. If it is the first version, use a "-".



�SEITE \# "'Page: '#'�'"  �� Enter the version of the specification here. This number is the version of the specification to which the CR will be applied if it is approved. Make sure that the lastest version of the specification (of the relevant release) is used when creating the CR. If unsure what the latest version is, go to � HYPERLINK "http://www.3gpp.org/3G_Specs/3G_Specs.htm" ��http://www.3gpp.org/3G_Specs/3G_Specs.htm�



�SEITE \# "'Page: '#'�'"  �� For help on how to fill out a field, place the mouse pointer over the special symbol closest to the field in question.



�SEITE \# "'Page: '#'�'"  �� Mark one or more of the boxes with an X.



�SEITE \# "'Page: '#'�'"  �� Enter a concise description of the subject matter of the CR. It should be no longer than one line.



�SEITE \# "'Page: '#'�'"  �� Enter the source of the CR. This is either (a) one or several companies or, (b) if a (sub)working group has already reviewed and agreed the CR, then list the group as the source.



�SEITE \# "'Page: '#'�'"  �� Enter the acronym for the work item which is applicable to the change. This field is mandatory for category F, B & C CRs for release 4 and later. Work item acronyms are listed in the 3GPP work plan. See � HYPERLINK "http://www.3gpp.org/ftp/information/work_plan/" ��http://www.3gpp.org/ftp/information/work_plan/�



�SEITE \# "'Page: '#'�'"  �� Enter the date on which the CR was last revised.



�SEITE \# "'Page: '#'�'"  �� Enter a single letter corresponding to the most appropriate category listed below. For more detailed help on interpreting these categories, see the Technical Report 21.900 "3GPP working methods".



�SEITE \# "'Page: '#'�'"  �� Enter a single release code from the list below.



�SEITE \# "'Page: '#'�'"  �� Enter text which explains why the change is necessary.



�SEITE \# "'Page: '#'�'"  �� Enter text which describes the most important components of the change. i.e. How the change is made.



�SEITE \# "'Page: '#'�'"  �� Enter here the consequences if this CR was to be rejected. It is necessary to complete this section only if the CR is of category "F" (i.e. essential correction).



�SEITE \# "'Page: '#'�'"  �� Enter each the number of each clause which contains changes.



�SEITE \# "'Page: '#'�'"  �� Enter an X in the box if any other specifications are affected by this change.



�SEITE \# "'Page: '#'�'"  �� List here the specifications which are affected or the CRs which are linked.



�SEITE \# "'Page: '#'�'"  �� Enter any other information which may be needed by the group being requested to approve the CR. This could include special conditions for it's approval which are not listed anywhere else above.







3GPP





_1035729383.doc
3GPP TSG-CN WG 2 Meeting #15 
Tdoc N2-000649


Paris, France, 13 – 17 November 2000


CR-Form-v3



CHANGE REQUEST







(


22.078

CR

???

(

rev

-

(

Current version:

4.0.0

(








For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.







Proposed change affects:
(


(U)SIM



ME/UE



Radio Access Network



Core Network

X







Title:
(


Introduction of GGSN Address









Source:
(


T-Mobil









Work item code:
(


CAMEL3



Date: (


14-Nov-00















Category:
(


A



Release: (


REL-4





Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)


Detailed explanations of the above categories can
be found in 3GPP TR 21.900.

Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)









Reason for change:
(


The Charging ID is only unique together with the Address of the corresponding GGSN. At certain events only the charging ID is reported to the CSE, but not the GGSN Address.









Summary of change:
(
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A.3
GPRS Information provided to the CSE


Table A-3 shows the information that shall be reported to the CSE on various GPRS events. The numbers reflect the applicable CAMEL phase (3). 




Attach

PDP Context Establishment
(Initial Service Event)

PDP Context Establishment
(Subsequent Service Event)

PDP Context Establishment Ack
(Initial Service Event)

PDP Context Establishment Ack
(Subsequent Service Event – PDP Context relationship)

PDP Context Establishment Ack
(Subsequent Service Event – GPRS Sessiion Relationship I) – note 1

PDP Context Establishment Ack
(Subsequent Service Event – GPRS Session relationship II) – note 2



Event met

3

3

3

3

3

3

3



Type of monitoring

-

-

3

-

3

3

3



MSISDN

3

3

-

3

-

-

-



IMSI

3

3

-

3

-

-

-



Service Key

3

3

-

3

-

-

-



Location information, at least to the resolution of Routing Area of the attaching subscriber

3

3

3

3

-

3

-



Time stamp information

3

3

3

3

-

3

-



Time zone information

3

3

3

3

-

3

-



GPRS MS Class (note 3)

3

3

-

3

-

-

-



PDP transport protocol, i.e. IP or X.25

-

3

3

3

-

3

-



Quality of Service (requested)

-

3

3

3

-

3

-



Quality of Service (subscribed)

-

3

3

3

-

3

-



Quality of Service (negotiated)

-

-

-

3

3

3

3



Destination address information

-

3

3

3

-

3

-



GPRS charging ID

-

-

-

3

3

3

3



GGSN Address

-

-

-

3

3

3

3



Table A-3: GPRS Information transferred towards the CSE


Note 1:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship I): The PDP Context Establishment event for this PDP Context has not been reported.


Note 2:
PDP Context Establishment Ack (Subsequent Service Event – GPRS Session relationship II): The PDP Context Establishment event for this PDP Context has been reported.


Note 3:
GPRS MS Class: Subparameter MS RadioAccessCapability is not supported in UMTS Network.  


Table A-4 shows the information that shall be reported to the CSE on the Change of Position events. The numbers reflect the applicable CAMEL phase (3).


Table A-4: GPRS Information reported to the CSE




Intra Change of Position PDP Context, (Subsequent Service Event)

Intra Change of  Position Session


(Subsequent Service Event)

Inter Change of  Position PDP Context, (Initial Service Event)

Inter Change of Position Session


(Initial Service Event)



Event met

3

3

3

3



Type of monitoring

3

3

-

-



MSISDN

-

-

3

3



IMSI

-

-

3

3



Service Key

-

-

3

3



Location information, at least to the resolution of Routing Area of the attached subscriber

3

3

3

3



Time stamp information

-

-

3

3



Time zone information

-

-

3

3



GPRS MS Class (note 1)

-

-

3

3



PDP transport protocol, i.e. IP or X.25

-

-

3

-



Quality of Service (requested)

-

-

3

-



Quality of Service (subscribed)

-

-

3

-



Quality of Service (negotiated)

-

-

3

-



Destination address information

-

-

3

-



GPRS Charging ID

-

-

3

-



GGSN Address

-

-

3

3



Note 1:
GPRS MS Class: Subparameter MS RadioAccessCapability is not supported in UMTS Network.  
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