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S1 would like to thank S2 for its liaison statement regarding service modification without pre-notification (S2-001518).

Since the initial requirement was communicated to N3, the document defining the requirements, TS 22 105 has been updated to add clarity to these requirements. 

The requirements contained in section 5.2 of the specification, now at version 4.0.0, are copied below:

‘It shall be possible to negotiate / re negotiate the characteristics of a bearer service at session / connection establishment and during an on going session / connection.

The re-negotiation of bearer/QoS is used for modifying its capability during CS calls or PS sessions. This functionality may be initiated by an application, the user via an application or a change in the radio conditions (handover, cell load modification etc.)  It may be initiated by mobile station or network.  There is a requirement to provide the flexibility within the existing technical solutions utilised, allowing the end users to flexibly change type of bearer and /or QoS parameters within a call as easily as possible.  Subscription check shall be performed when re-negotiation is invoked.  It may not be necessary in case of the single numbering scheme is used.  It shall be possible to have the capability to charge for each bearer respectively.

Re-negotiation of the bearer characteristics during a session / connection (bearer modification without pre-notification) is required for:
1
Modification between speech and fax

2
Modification between speech and modem

3
Fallback multimedia to speech (Fallback is the modification at the call set phase)

4
Modification between speech and 3.1kHz/UDI multimedia

5
Modification bearer/QoS

Note:
Above requirements from 1) to 4) are applied to CS domain only.’

