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Abstract: This contribution proposes harmonised KPIs applicable to all use cases for integrated sensing and communications
1. Proposal
It is proposed to agree the following changes to 3GPP TR 22.837 and for every use case to use the same KPI table.


* * * First Change * * * *
[bookmark: _Toc99442485][bookmark: _Toc113213460]7	Consolidated potential requirements and KPIs
[bookmark: _Toc99442486][bookmark: _Toc113213461]7.1	Consolidated potential requirements
[bookmark: _Toc99442487][bookmark: _Toc113213462]7.2	Consolidated potential KPIs of sensing results
Table 7.2-X	Performance requirements of sensing results for integrated sensing and communication scenarios
	Scenario
	Sensing service area
	Confidence level [%]
	Accuracy of positioning estimate by sensing (for a target confidence level)
	Accuracy of velocity estimate by sensing (for a target confidence level)
	Sensing resolution
	Max sensing service latency
[ms]
	Refreshing rate [s]
	Missed detection [%]

	False alarm [%]


	
	
	
	Horizontal
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	Vertical
[m]
	Horizontal
[m/s]
	Vertical
[m/s]
	Range resolution
[m]
	Velocity resolution (horizontal/ vertical)
[m/s x m/s]
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	

	


NOTE:	The definition of each KPI is found in Section 3.1.

3GPP
