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	FS_UAV_Ph3: Study on UAV Phase 3 [SP-220680]

	Work status prior to this meeting:
Rapporteur: Pengtai Qin (China Mobile)
Latest version: TR22.843v0.1.0
Target completion date: SA#100 (06/2023)
Percentage completion: 20%

	Former Use Cases

	Cont
	S1-223184
	China Mobile 
	pCR on updates on use case on supporting UAV pre-flight preparation
	Revised to S1-223436
	

	Cont
	S1-223436
	China Mobile 
	pCR on updates on use case on supporting UAV pre-flight preparation
	
	Revision of S1-223184.

	New Use Cases

	Cont
	S1-223041
	Orange
	Geofencing for Visual Line-of-Sight UAV missions
	Revised to S1-223437
	

	Cont
	S1-223437
	Orange
	Geofencing for Visual Line-of-Sight UAV missions
	
	Revision of S1-223041.

	Cont
	S1-223185
	China Mobile 
	New use case: Use case for network-assisted UAV DAA
	Revised to S1-223438
	

	Cont
	S1-223438
	China Mobile 
	New use case: Use case for network-assisted UAV DAA
	
	Revision of S1-223185.

	Cont
	S1-223186
	China Mobile 
	New use case: Use case for supporting USS/UTM relocation
	Revised to S1-223439
	

	Cont
	S1-223439
	China Mobile 
	New use case: Use case for supporting USS/UTM relocation
	
	Revision of S1-223186.

	Cont
	S1-223191
	Huawei
	New use case: 3GPP network as an information source to the UTM
	Revised to S1-223430
	

	Cont
	S1-223430
	Huawei
	New use case: 3GPP network as an information source to the UTM
	Revised to S1-223453
	Revision of S1-223191.

	Cont
	S1-223453
	Huawei
	New use case: 3GPP network as an information source to the UTM
	
	Revision of S1-223191.
Revision of S1-223430.

	Cont
	S1-223217
	Qualcomm 
	Use case on different UAV traffic over two networks
	Revised to S1-223454
	

	Cont
	S1-223454
	Qualcomm 
	Use case on different UAV traffic over two networks
	
	Revision of S1-223217.

	Cont
	S1-223219
	Qualcomm 
	Use case on UAV traffic over alternative networks
	Revised to S1-223455
	

	Cont
	S1-223455
	Qualcomm 
	Use case on UAV traffic over alternative networks
	
	Revision of S1-223219.

	Cont
	S1-223237
	InterDigital
	New use case for supporting UAV inflight network condition monitoring
	Revised to S1-223456
	

	Cont
	S1-223456
	InterDigital
	New use case for supporting UAV inflight network condition monitoring
	
	Revision of S1-223237.

	Cont
	S1-223238
	InterDigital
	New use case on UAV flight route tracking at Rendezvous points
	Revised to S1-223457
	

	Cont
	S1-223457
	InterDigital
	New use case on UAV flight route tracking at Rendezvous points
	
	Revision of S1-223238.

	FS_EnergyServ: Study on Energy Efficiency as service criteria [SP-220446]

	Work status prior to this meeting:
Rapporteur: Xiaonan Shi, (China Mobile)
Latest version: TR22.882v0.1.0
Target completion date: SA#99 (13/2023)
Percentage completion: 10%

	Former Use Cases

	Cont
	S1-223063
	Samsung 
	22.882 pCR: addressing ENs in 5.1 
	Revised to S1-223431
	

	Cont
	S1-223431
	Samsung 
	22.882 pCR: addressing ENs in 5.1 
	
	Revision of S1-223063.

	New Use Cases

	Cont
	S1-223032
	MediaTek 
	Use Case for Reducing GHG Footprint of Computing-Aware Systems
	Revised to S1-223433
	

	Cont
	S1-223433
	MediaTek 
	Use Case for Reducing GHG Footprint of Computing-Aware Systems
	
	Revision of S1-223032.

	Cont
	S1-223064
	Samsung 
	22.822 pCR: New Use Case on Service Energy Monitoring by an Application Server
	Revised to S1-223432
	

	Cont
	S1-223432
	Samsung 
	22.822 pCR: New Use Case on Service Energy Monitoring by an Application Server
	
	Revision of S1-223064.

	Cont
	S1-223103
	China Mobile 
	pCR EnergyServ use case of supporting different energy efficiency modes in industrial campus
	Revised to S1-223434
	

	Cont
	S1-223434
	China Mobile 
	pCR EnergyServ use case of supporting different energy efficiency modes in industrial campus
	
	Revision of S1-223103.

	Cont
	S1-223104
	China Mobile 
	pCR EnergyServ use case of achieving energy efficiency by supporting different levels of service quality
	Revised to S1-223435
	

	Cont
	S1-223435
	China Mobile 
	pCR EnergyServ use case of achieving energy efficiency by supporting different levels of service quality
	
	Revision of S1-223104.

	Cont
	S1-223106
	China Mobile 
	pCR EnergyServ use case of selecting network fault detection algorithm based on energy efficiency analysis
	Revised to S1-223448
	

	Cont
	S1-223448
	China Mobile 
	pCR EnergyServ use case of selecting network fault detection algorithm based on energy efficiency analysis
	
	Revision of S1-223106.

	Cont
	S1-223107
	China Mobile 
	pCR EnergyServ use case of supporting service-level energy efficiency analysis for verticals
	Revised to S1-223449
	

	Cont
	S1-223449
	China Mobile 
	pCR EnergyServ use case of supporting service-level energy efficiency analysis for verticals
	
	Revision of S1-223107.

	Cont
	S1-223108
	China Mobile 
	pCR EnergyServ use case of reusing location information for PLMN and NPN of the same operator to save energy
	Noted
	

	Cont
	S1-223127
	ZTE
	new UC EE of NG-RAN node per site
	Revised to S1-223450
	

	Cont
	S1-223450
	ZTE
	new UC EE of NG-RAN node per site
	
	Revision of S1-223127.

	Cont
	S1-223131
	ZTE
	new UC EE information exposure under NPN
	Revised to S1-223451
	

	Cont
	S1-223451
	ZTE
	new UC EE information exposure under NPN
	
	Revision of S1-223131.

	Cont
	S1-223132
	ZTE
	new UC End to end EE of all kind of network entities
	[bookmark: _GoBack]Merged to 3432
	

	Cont
	S1-223187
	TOYOTA 
	TR22.882 – A new use case on the priority utilization of renewable energy
	Revised to S1-220279
	

	Cont
	S1-223279
	TOYOTA 
	TR22.882 – A new use case on the priority utilization of renewable energy
	Revised to S1-223452
	Revision of S1-223187.

	Cont
	S1-223452
	TOYOTA 
	TR22.882 – A new use case on the priority utilization of renewable energy
	
	Revision of S1-223187.
Revision of S1-223279.

	Tdoc numbers NOT allocated during drafting session (admin purposes only)

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	
	
	
	
	
	

	Summary of drafting session

	[bookmark: _Hlk112879543]
Highlight the following items:; 
·  
· 



	[bookmark: _Toc316030641][bookmark: _Toc324137383][bookmark: _Toc331152547][bookmark: _Toc378052474][bookmark: _Toc387990783][bookmark: _Toc395595534][bookmark: _Toc414625515]Close



