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Abstract: This document provides a template for the KPI tables in use cases of TR22.840 for Study on Ambient power-enabled Internet of Things.
[bookmark: _Hlk513714389]1. Introduction
In TR 22.840 v0.2.0[1], there are more than 10 KPI tables in the agreed use cases, with some issues to be resolved:
· Inconsistent KPI table template
· Inconsistent KPI parameter names for some of the KPI parameters
· Whether and how some of the parameter (e.g., Max. instantaneous device power consumption) shall be included in the KPI table. 
[bookmark: _Hlk119639460]The paper proposes to have a unified template for the KPI tables in the TR, based on the discussion and conclusion of this meeting.
2. Proposal
A consistent KPI table format is to be applied in the updated TR for all the agreed KPI tables of use cases. The format will be as in the following template. The controversial parameters “Max. instantaneous device power consumption” is not included at current stage. Titles in the tables are in vertical.
	Scenario
	Max. allowed end-to-end latency
	Communication Service Availability
	Reliability
	User-experienced data rate
	Message
Size
	Device density

	Communication Range
	Service area dimension
	Device speed
	Transfer interval
	Positioning service latency
	Positioning service availability
	Positioning Accuracy

	
	
	
	
	
	
	
	
	
	
	
	
	
	

	Note 1: 



