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Abstract: This document provides clarifications on UE steering for FS_NetShare, which is currently FFS.
1. Introduction
In SA1 #100, a use case was added to TR 22.851 that introduced the notion of “steering” UEs. However, the related requirements were put FFS. 
2. Reason for Change
Steering UE towards certain 3GPP access networks is already specified in TS22.261. However, it has to be clarified that within another operator, such steering only represents a guidance information that may or may not be applied.
3. Conclusions
This contribution proposes a rewording to address PR#2 FFS.
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.851-030.


First Change
[bookmark: _Toc119965652]5.7.6	Potential New Requirements needed to support the use case
[PR 5.7.6-001] Subject to the agreement between Hosting Operators and a Participating Operator, the 5G system shall support a mechanism to authorize UE with a subscription to the Participating Operator to obtain services in a Shared RAN of Hosting Operators using Indirect Network Sharing.
Editor’s Note: Requirement #001 is FFS.

[PR 5.7.6-002] In case of multiple Shared RANs of different Hosting Operators using Indirect Network Sharing, based on the Hosting and Participating Operators’ policies, the 5G system shall support be able to provide steering guidance information from the Participating Operator to the Hosting OperatorUE to select certain Shared RAN based on the Hosting and Participating Operators’ policies. 
	Note: Such information for a given UE of the Participating Operator may be applied by the Hosting Operator to select amongst its available shared access network(s).
Editor’s Note: Requirement #001, #002 are FFS.:
End of Changes
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