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First Change

2
References

…

[X]
3GPP TR 22.851: “Feasibility Study on Network Sharing Aspect”

Second Change

3
Definitions, symbols and abbreviations

3.1
Definitions

Indirect Network Sharing describes the communication between the shared NG-RAN and the Participating NG-RAN Operator’s core network being routed through the Hosting NG-RAN Operator’s core network. 

NG-RAN Sharing: The sharing of NG-RAN among a number of operators.
Hosting NG-RAN Operator: The Operator that has operational control of a shared NG-RAN.

NOTE 1: Hosting NG-RAN Operator can also be a Hosting RAN Operator. See 3GPP TS 22.101 [xx]
Participating NG-RAN Operator: authorized operator that is sharing NG-RAN resources provided by a Hosting NG-RAN Operator 

NOTE 1: Participating NG-RAN Operator can also be participating operator. See 3GPP TS 22.101 [xx]
Shared NG-RAN: NG-RAN that is shared among a number of operators.
Third Change

6.21
NG-RAN Sharing

6.21.1
Description

The increased density of access nodes needed to meet future performance objectives poses considerable challenges in deployment and acquiring spectrum and antenna locations. RAN sharing is seen as a technical solution to these issues. 
Beyond the existing RAN sharing requirements of MOCN, requirements are considered to be valuable in order to support Indirect Network Sharing, where a NG-RAN is shared among multiple operators without necessarily assuming a direct connection between the shared radio access network and the Participating Operator's core network.
Editor’s Note: The above requirement need to be clarified by an annex.
6.21.2
Requirements
6.21.2.1
General
Requirements related to NG-RAN sharing are described in 3GPP TS 22.101 [6], mainly in clause 28.2.

A 5G satellite access network shall support NG-RAN sharing.
6.21.2.2
Indirect Interconnection Scenario

The 5G system shall be able to support Indirect Network Sharing between the Shared NG-RAN and one or more Participating NG-RAN Operators’ core networks, by means of the connection being routed through the Hosting NG-RAN Operator’s core network.
End Change

