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Abstract: Updating Use Case on  AGVs Detection and Tracking in Factories
1. Introduction
<Introduction part >
2. Reason for Change
Remove EN from clauses 5.9.5 and 5.9.6
3. Conclusions
<Conclusion part (optional)>
4. Proposal
It is proposed to agree the following changes to 3GPP TR 22.837 v1.0.0  


* * * First Change * * * *
[bookmark: _Toc128931885]5.9.5	Existing features partly or fully covering the use case functionality
Editor’s note: Gap analysis for this use case is FFS. None

* * * Next Change * * * *
[bookmark: _Toc128931886]5.9.6	Potential New Requirements needed to support the use case
NOTE1: The following requirements apply to networks managed by PLMN or NPN.
[PR 5.9.6-1] The 5G system shall be able to provide means to support NR-based sensing in a certain area or location.
[PR 5.9.6-2] Based on operator policy and location area, the 5G system shall be able to provide means to support per-UE authorization for NR-based sensing.
[PR 5.9.6-3] The 5G system shall be able to support means to enable RAN entities and UEs to transfer sensing measurement data to sensing processing entities in the 5G system responsible for processing and aggregation of the sensing measurement data.
NOTE2:	The “Sensing processing entities” in the above requirement refer to one or more entities in the 5G system responsible for aggregating and processing of sensing measurement data (e.g., core network).
[PR 5.9.6-4] Based on operator’s policy, the 5G system shall be able to support means to expose sensing results to a trusted 3rd-party application.
Editor’s note: The KPIs for this use case are FFS.

* * * End of Change * * * *
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