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1	Overall description
SA1 thanks CT1 for the LS on periodic attempts for re-selection to a higher priority SNPN when access for localized services in SNPN is enabled and would like to provide the following feedback:
CT1 Question: 
In Rel-18, does SA1 have a service requirement that requires the UE to perform periodic attempts to re-select to a higher priority SNPN, when access for localized services in SNPN is enabled?
Reply:
As a general clarification, SA1 defines generic NPN requirements (without distinguishing between SNPNs and PNI-NPNs, besides few exceptions). Also, SA1 has not defined NPN selection requirements at the same level of detail as PLMN selection. 
SA1 has however documented the following requirements in TS 22.261 (for PALS):
- The 5G system shall be able to allow the home network to steer its UE(s) to a hosting network with the consideration of the location, times, coverage of the hosting network and services offered by the home network and hosting network.
- The 5G system shall enable the home network to allow a UE to automatically select a hosting network for accessing localized services when specified conditions (e.g., predefined time, location) are fulfilled.
- The 5G system shall enable the home network to instruct a UE to select a hosting network with certain conditions (e.g., predefined time, location) based on the request from a service provider.
The above do not go into the detail of how/when the UE can try to select the hosting network, thus it may also include periodic attempts (e.g., for a higher priority SNPN), which can based on information on where/when access to localized services is enabled.
With respect to the time condition, a UE cannot be assumed to always be in the coverage area of a specific hosting network when the allowed time for this network begins, thus it can be insufficient to only search for the hosting network once at the beginning of the validity time period. As such, periodic search and selection attempts of a higher priority SNPN, when access for localized services is enabled, is considered beneficial.
2	Actions
To CT1 
ACTION: 	SA1 kindly asks CT1 to take the above answer into account.
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