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3GPP™ Work Item Description
Information on Work Items can be found at http://www.3gpp.org/Work-Items 
See also the 3GPP Working Procedures, article 39 and the TSG Working Methods in 3GPP TR 21.900
Title: MPS for Dual Connectivity and Multiple Access Technologies	

Acronym: MPS4DCMAT	

Unique identifier:	
{A number to be provided by MCC at the plenary} 
Potential target Release:	Rel-19

1	Impacts
{For Normative work, identify the anticipated impacts. For a Study, identify the scope of the study}
	Affects:
	UICC apps
	ME
	AN
	CN
	Others (specify)

	Yes
	
	X
	X
	X
	

	No
	
	
	
	
	

	Don't know
	
	
	
	
	



2	Classification of the Work Item and linked work items
2.1	Primary classification
This work item is a …

	
	Study 

	X
	Normative – Stage 1

	
	Normative – Stage 2

	
	Normative – Stage 3

	
	Normative – Other*


* Other = e.g. testing

2.2	Parent Work Item

For a brand-new topic, use “N/A” in the table below. Otherwise indicate the parent Work Item.
	Parent Work / Study Items 

	Acronym
	Working Group
	Unique ID
	Title (as in 3GPP Work Plan)

	N/A
	
	
	



2.3	Other related Work Items and dependencies

	Other related Work /Study Items (if any)

	Unique ID
	Title
	Nature of relationship

	N/A
	
	



Dependency on non-3GPP (draft) specification:
N/A
3	Justification
There is a lack of explicit stage 1 requirements in TS 22.153 addressing (a) when dual connectivity is being used in a single or pair of 3GPP RAT(s) for a UE and MPS is authorized, and (b) when MPS is authorized and the UE is using 3GPP RAT(s) (e.g., NR, E-UTRA) and non-3GPP WLAN access technology and attached/registered to the same EPC or 5GC. 

4	Objective
Addition of new normative requirements and text in TS 22.153 to address MPS treatment for (a) when dual connectivity is being used in a single or pair of 3GPP RAT(s) for a UE and MPS is authorized, and (b) when MPS is authorized and the UE is using 3GPP RAT(s) and non-3GPP WLAN access technology and attached/registered to the same EPC or 5GC.
5	Expected Output and Time scale


	New specifications {One line per specification. Create/delete lines as needed}

	Type 
	TS/TR number
	Title
	For info 
at TSG# 
	For approval at TSG#
	Rapporteur

	N/A
	

	
	
	
	

	
	
	
	
	
	





	Impacted existing TS/TR {One line per specification. Create/delete lines as needed}

	TS/TR No.
	Description of change 
	Target completion plenary#
	Remarks

	TS 22.153
	Addition of new normative requirements and text for MPS treatment (a) when dual connectivity is being used in a single or pair of 3GPP RATs for a UE and MPS is authorized, and (b) when MPS is authorized and the UE is using 3GPP RAT(s) and non-3GPP WLAN access technology and attached/registered to the same EPC or 5GC.
	SA#100
	

	
	
	
	



6	Work item Rapporteur(s)
Singh, Ray; Peraton Labs; rsingh@peratonlabs.com
7	Work item leadership
SA1
8	Aspects that involve other WGs
unknown
9	Supporting Individual Members
	Supporting IM name

	Peraton Labs

	CISA ECD

	AT&T

	T-Mobile US

	Verizon

	




