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[bookmark: _Toc45387764][bookmark: _Toc52638809][bookmark: _Toc59116894][bookmark: _Toc61885727][bookmark: _Toc106281844]* * * First Change * * * *
[bookmark: _Toc45387706][bookmark: _Toc52638751][bookmark: _Toc59116836][bookmark: _Toc61885655][bookmark: _Toc138427477]6.21	NG-RAN Sharing
[bookmark: _Toc45387707][bookmark: _Toc52638752][bookmark: _Toc59116837][bookmark: _Toc61885656][bookmark: _Toc138427478]6.21.1	Description
The increased density of access nodes needed to meet future performance objectives poses considerable challenges in deployment and acquiring spectrum and antenna locations. RAN sharing is seen as a technical solution to these issues.
[bookmark: _Toc45387708][bookmark: _Toc52638753][bookmark: _Toc59116838][bookmark: _Toc61885657][bookmark: _Toc138427479]6.21.2	Requirements
[bookmark: _Toc114850101][bookmark: _Toc138427480]6.21.2.1	General
Requirements related to NG-RAN sharing are described in 3GPP TS 22.101 [6], mainly in clause 28.2.
A 5G satellite access network shall support NG-RAN sharing
[bookmark: _Toc138427481]6.21.2.2	Indirect network sharing
The 5G system shall be able to support Indirect Network Sharing between the Shared NG-RAN and one or more Participating NG-RAN Operators’ core networks, by means of the connection being routed through the Hosting NG-RAN Operator’s core network. 
NOTE:	For more information on Indirect Network Sharing see Annex I.
Based on operator policy, the 5G system shall support a mechanism to enable a UE with a subscription to a Participating Operator to select an appropriate 3GPP access network (i.e., E-UTRAN, NG-RAN) and/or access an authorized Shared NG-RAN. 
Based on operator policy, the 5G system shall support access control for an authorized UE accessing a Shared NG-RAN and be able to apply differentiated access control for different access networks of Shared NG-RANs when more than one Shared NG-RAN are available for the Participating Operator to choose from.

Based on operator policy, the 5G system shall enable the Participating Operator to provide steering information in order to assist a UE with access network selection amongst the Hosting Operator’s available Shared RAN(s).

* * * End of Changes * * * *

