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[bookmark: _Toc136868845]6.2	Store & Forward Satellite operation
The potential requirements corresponding to the support of Store & Forward Satellite information are listed in the table below.
Table 6.2-1 – Consolidated Requirements for Store & Forward Satellite operation
	CPR #
	Consolidated Potential Requirement
	Original PR #
	Comment

	CPR 6.2-1
	Subject to operator’s policies, a 5G system with satellite access shall be able to support Store & Forward Satellite operation for authorized UEs e.g. store data on the satellite when the feeder link is unavailable; and forward the data when feeder link between the satellite and the ground segment is available.
	[PR 5.1.6-001]
[PR.5.3.6-001]
[PR 5.4.6-001]
	

	CPR 6.2-2
	A 5G system with satellite access shall be able to inform an authorized UE whether Store & Forward Satellite operation is applied, and to provide information associated (e.g. S&F data retention period per UE, S&F data storage quota per UE).
	[PR 5.1.6-002]
	

	CPR 6.2-3
	Subject to operator’s policies, a 5G system with satellite access supporting Store & Forward Satellite operation shall be able to allow the operator or a trusted 3rd party to apply, on a per UE and/or satellite basis, an S&F data retention period.
	[PR 5.1.6-003]
[PR 5.2.6-002]
	

	CPR 6.2-4
	Subject to operator’s policies, a 5G system with satellite access supporting Store & Forward Satellite operation shall be able to allow the operator or a trusted 3rd party to apply, on a per UE and/or satellite basis, an S&F data storage quota.
	[PR 5.1.6-004] 
[PR 5.2.6-003]
[PR.5.3.6-003]
[PR 5.4.6-004]
	

	CPR 6.2-5
	A 5G system with satellite access supporting Store & Forward Satellite operation shall be able to support a mechanism to configure and provision specific required QoS and policies for UE’s data subject to store and forward operation (e.g. forwarding priority, acknowledgment policy).
	[PR 5.1.6-005]
[PR 5.2.6-004]
	

	CPR 6.2-6
	A 5G system with satellite access supporting Store & Forward Satellite operation shall be able to inform an authorized UE about how long the data received from the UE is expected to be stored before being delivered.
	[PR.5.16.6-001]
	

	CPR 6.2-7
	A 5G system with satellite access shall be able to inform an authorised 3rd party whether Store & Forward Satellite operation is applied for communication with a UE and to provide information associated (e.g. estimated delivery time to the UE).
	[PR 5.2.6-001]
[PR 5.2.6-005]
	Missing similar mention of the estimated delivery time for MO use case (in CPR 6.2-6)
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