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1	Overall description
SA1 thanks CT1 for this LS on access to stand-alone non-public network services via PLMN and vice versa.  Please see the answer as following:
Q1: Whether a UE needs to take into account the non-public network services the UE is currently using when the UE selects a PLMN to access these non-public network services, to ensure service continuity (and vice versa)?
Answer1: This specific situation on service continuity was not covered in the related SA1 requirements. It’s up to the downstream groups to decide the solutions based on specific scenarios which emerged during stage 2 discussion. 
Q2: Whether a UE needs to take into account which non-public network services the UE intends to access when the UE selects a PLMN to access the non-public network services, to ensure the selected PLMN has agreement/SLA with the non-public network (and vice versa)?
Answer 2: This specific situation on service continuity was not covered in the related SA1 requirements. It’s up to the downstream groups to decide the solutions based on specific scenarios which emerged during stage 2 discussion. 
Q3: Can the UE use any RAT of a PLMN to access non-public network services via the PLMN or take into account RAT for service experience consistency of the non-public network services?
Answer 3: In TS 22.261, as the scope is within 5G system including a UE, NG-RAN, and 5G Core network, the condition is under 5G network. In SA1 requirements, there no description that  a UE can use any RAT of a PLMN to access non-public network services via the PLMN.
2	Actions
To CT1 
ACTION: 	
SA1 asks CT1 to take the above answers into account.

3	Dates of next TSG SA WG 1 meetings
SA1#104	13 – 17 Nov. 2023		Chicago, USA
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