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* * * First Change * * * *
6.21
NG-RAN Sharing
6.21.1
General
The increased density of access nodes needed to meet future performance objectives poses considerable challenges in deployment and acquiring spectrum and antenna locations. RAN sharing is seen as a technical solution to these issues.


Requirements related to NG-RAN sharing are described in 3GPP TS 22.101 [6], mainly in clause 28.2.
A 5G satellite access network shall support NG-RAN sharing

6.21.2
Indirect Network Sharing
6.21.2.1
Description
The 5G system shall be able to support Indirect Network Sharing between the Shared NG-RAN and one or more Participating NG-RAN Operators’ core networks, by means of the connection being routed through the Hosting NG-RAN Operator’s core network. 

NOTE:
For more information on Indirect Network Sharing see Annex I.
* * * Next Change * * * *
6.21.2.2
Requirements
· Service Continuity:
The service continuity requirements are described in clause 6.2.3 of this specification where applicable and in clause clause 28.2.1 of 3GPP TS 22.101[6].
Subject to hosting and participating operators’ policies, the 5G system shall minimize the impact on the user experience and service interruptions between different Shared NG-RANs and/or between a Shared NG-RAN and a non-Shared NG-RAN networks.
· Roaming related requirements: 

Subject to operator policy agreement the roaming related requirements are defined in clause 6.2.4 of this specification where applicable.
· Support of positioning service:
In compliance with regulatory requirements the requirements to support positioning service to UE are described in clause 6.27.2 of this specification.
· Support of regulatory services:
Subject to regulatory requirements and mutual agreement between the participating operators and the hosting operator the requirements to support regulatory services, e.g., PWS or emergency calls, are described in clause 6.41.2.9 of this specification and in clause 28.2.5 of 3GPP TS 22.101 [6].
* * * Next Change * * * *
6.2.4
Roaming related requirements

For a 5G system with satellite access, the following requirements apply:
-
A 5G system with satellite access shall enable roaming of UE supporting both satellite access and terrestrial access between 5G satellite networks and 5G terrestrial networks.

-
UEs supporting satellite access shall support optimized network selection and reselection to PLMNs with satellite access, based on home operator policy.

In case of Indirect Network Sharing and subject to agreement between operators the 5G system shall enable the Shared NG-RAN of a hosting operator to provide services for inbound roaming users.

* * * End of Changes * * * *

