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FIRST CHANGE
[bookmark: _Toc146299609][bookmark: _Toc136869650]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
AAM	Advanced Air Mobility
BRID	Broadcast Remote Identification
BVLOS	Beyond Visual Line of Sight
CAA	Civil Aviation Authority
C2	Command and Control
C2C	Command and Control Centre
DAA	Detect And Avoid
GUTMA	Global UTM Association
NASA	North American Space Agency
UAS	Uncrewed Aerial System
UAV-C	Uncrewed Aerial Vehicle Controller
USS	Uncrewed Aerial System Service Supplier
USSP	U-space service provider
UTM 	Uncrewed Aerial System Traffic Management
VLoS	Visual Line of Sight
SECOND CHANGE
5.3.3		Service Flows
[bookmark: _Toc354586745][bookmark: _Toc354590104][bookmark: _Toc355779207]1.	The UAV registers in 5GS as an aerial UE with the VLoS option activated.
2.	The UAV is associated with an UAV-C. The UAV takes off.
3.	The network tracks the geolocalization of both the UAV and UAV-C, and deduces the distance between both. If the UAV-C does not belong to the 3GPP system, its geolocalization may be obtained, for example, from the USS/UTM/USSP.
4.	In case this distance exceeds the VLoS threshold, the network takes action, e.g. alerts the UTM and/or lets the UTM takes over the communication used to bring back the UAV within the authorized VLoS constraints, or sends a new waypoint within the authorized VLoS constraints.
END OF CHANGES
