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[bookmark: _Toc138428952][bookmark: _Toc138428954]* * * First Change * * * *
6.2.3.7.2	General aspects 
[R-6.2.3.7.2-001] An MCPTT Group shall be configurable to allow multi-talker control.
[R-6.2.3.7.2-002] The MCPTT Service shall provide a mechanism for multiple MCPTT Users to talk simultaneously in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-003] The MCPTT Service shall determine which Participant(s) are allowed to transmit to all other Participant(s) in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-004] The MCPTT Service shall support all Participant(s) to receive audio from all other Participant(s) that are transmitting in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-005] The MCPTT Service shall provide a mechanism for the MCPTT Administrator to configure the maximum number of simultaneous talkers in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-006] The MCPTT Service shall allow an authorized MCPTT User to change the maximum number of simultaneous talkers at any time during a group call in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-007] The MCPTT Service shall allow an authorized MCPTT User to change the priority hierarchy of simultaneous talkers at any time during a group call in an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.2-008] In case the maximum number of simultaneous talkers is reduced by an authorized MCPTT User, the permission to talk will be revoked, until the new maximum number of simultaneous talkers is met.
NOTE:	The criterion for revoking the permission to talk is left for implementation.
* * * Next Change * * * *
[bookmark: _Toc146300883][bookmark: _Toc138428953]6.2.3.7.4	Override
6.2.3.7.4.1	General aspects
[R-6.2.3.7.4.1-001] If the number of MCPTT Users requesting the permission to talk exceeds the maximum number of simultaneous talkers in an MCPTT Group configured for multi-talker control, the MCPTT Service shall apply the override mechanism.
[R-6.2.3.7.4.1-002] The MCPTT Service shall enable MCPTT Administrators to create a priority hierarchy for determining what Participants, Participant types (e.g., dispatcher) and urgent transmission types shall be granted a request to override an active MCPTT transmission on an MCPTT Group configured for multi-talker control. 

[R-6.2.3.7.4.1-003] The priority hierarchy used for granting a request to override an active MCPTT transmission on a group configured for multi-talker control shall contain at least four (4) levels.
[R-6.2.3.7.4.1-004] The transmitting Participant on an MCPTT Group a group configured for multi-talker control shall be determined by the relative priorities of the Participants and Call type based on priority (e.g., MCPTT Emergency). 
[R-6.2.3.7.4.1-005] Transmission requests of Participants with insufficient relative priority shall be rejected.
[R-6.2.3.7.4.1-006] The MCPTT Service shall provide a mechanism for Participants, to override an active MCPTT transmission of a transmitting Participant when the priority level of the overriding Participant or Call type based on priority (e.g., MCPTT Emergency) are ranked higher than the priority level of the transmitting Participant or Call type based on priority for an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.4.1-007] If an authorized Participant overrides an MCPTT transmission, the MCPTT Service shall provide a means of notifying the overridden Participant(s) that the transmission has been overridden for an MCPTT Group configured for multi-talker control.
[R-6.2.3.7.4.1-008] The MCPTT Service shall revoke the transmit permission of the overridden transmitting Participant on an MCPTT Group configured for multi-talker control, after finishing talking or being muted after a configurable time.
* * * End of Changes * * * *

