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	Reason for change:
	[bookmark: OLE_LINK11]When a UE is in very poor SNR conditions, possibly the UE cannot receive a normal paging message. A requirement on robust notification/paging could be introduced to maximise the probability for a particular UE to be informed. 

	
	

	Summary of change:
	This CR introduces requirement on robust notification/paging for Satellite Access to TS 22.261.

	
	

	Consequences if not approved:
	Requirement on robust notification/paging for satellite access are missing.
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[bookmark: _Toc45387764][bookmark: _Toc52638809][bookmark: _Toc59116894][bookmark: _Toc61885727][bookmark: _Toc106281844]* * * First Change * * * *
[bookmark: _Toc146299375]6.46.2	General
[bookmark: OLE_LINK10]A 5G system with satellite access shall support different configurations where the radio access network is either a satellite NG-RAN or a non-3GPP satellite access network, or both.
[bookmark: OLE_LINK15][bookmark: OLE_LINK16]A 5G system with satellite access shall support robust notification/paging to maximise the probability for a particular UE to be informed if normal paging message is not received.
A UE supporting satellite access shall be able to provide or assist in providing its location to the 5G network.
A 5G system with satellite access shall be able to determine a UE's location in order to provide service (e.g. route traffic, support emergency calls) in accordance with the governing national or regional regulatory requirements applicable to that UE. 
NOTE:	This is also applicable for UE using only satellite access. The determination of a UE’s location can be based on 3GPP and/or non-3GPP positioning technologies subject to operator’s policies.
A 5G system with satellite access shall be able to support low power MIoT type of communications.
Subject to the regulatory requirements and operator’s policy, a 5G system with satellite access shall be able to provide services to an authorized UE independently of the UE’s GNSS capability.
Subject to regulatory requirements and operator’s policies, a 5G system with satellite access shall be able to support collection of information on usage statistics and location of the UEs that are connected to the satellite.
* * * End of Changes * * * *

