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4
High level Requirements

The following list gives the high level requirements of the MMS. These are requirements which are independent of the user’s perception of the service:

-
Forward compatible multimedia messaging


Multimedia messaging mechanisms shall provide the capability to support current and evolving multimedia messaging by re-using existing standards as far as possible and proposing extensions (as necessary) to existing standards  (i.e. the multimedia messaging service shall support the evolution of multimedia messaging technologies).

-
Consistent messaging


Regardless of the message type / format, MMS shall be capable of supporting integration of all types of messaging (e.g. fax, SMS, Multimedia , voicemail, e-mail etc.) in a consistent manner.

-
Universal messaging access


Within the capabilities of networks and terminals, the user shall be able to experience consistent access to the MMS regardless of the access point.


For example the user should be capable of accessing her multimedia messages through a number of different access points, which should include 3G and 2G networks, fixed networks, the Internet, etc.

-
Interoperability

The MMS shall support a minimum set of functionality and message formats to ensure interoperability. (e.g. deletion of MM, identified standardised message notification, message media types and message content formats).


The MMS shall provide a minimum set of supported formats to ensure full interoperability between different terminals and networks from the very beginning of service provisioning (e.g. JPEG for pictures, MP3 for audio, MPEG for motion pictures, etc.).

The MMS shall support version management by indicating a version number in the MM for interoperability purpose.
-
The MMS shall comply with the Virtual Home Environment specified in 22.121[2]


The non-real-time multimedia messaging service shall be supported using the standardised set of service capabilities features.

5
General Requirements

Network operators have many differing requirements, and MMS shall be supported in the network in a manner which allows network operators to consider different configurations depending on their network and commercial requirements.  Thus, an identified set of functionalities and formats shall be standardised to ensure interoperability across networks and terminals to support MMS.

However, some network operators may wish to design and configure networks in different ways, and the subsequent requirements are identified to allow flexibility in how the MMS functionality is supported.  For example in some networks the network operators may wish to implement the MMS functionality within the core network, whereas other may wish to place the MMS functionality on the periphery of the core network (e.g. a centralised network model instead of a distributed architecture).  Further, some network operators may wish to support a limited set of MMS functionality, while others may require extensive and elaborate MMS support according to their business models (e.g. basic MMS instead of advanced MMS).  Interoperability shall always be maintained within this flexible architecture.

The following sub-clauses use the term "The MMS shall be able to support a request for …" and similar phrases to allow network operators to consider these different network models and business requirements, to permit flexible architectures and ensure MMS interoperability.

The following sub-clauses use the term "This requirement shall be supported at the application layer in the terminal (and/or the network), and will not be further elaborated.” and similar phrases to identify those service requirements that shall be supported by MMS but do not require standardisation.

The criterion for identifying these types of requirements is as follows:

If the requirement corresponds to an interaction and/or command between the terminal and the network applications from the same Service Provider (e.g. between the recipient’s terminal resident messaging application and the recipient’s network resident application. The same applies for the sender), then this requirement shall be supported by MMS but does not require standardisation.

The following general requirements shall be supported via the use of service capability features.

5.1
Multimedia message management

-
Terminal-sensitive MM management


The MMS shall be able to support the capability for the terminal and network to take account of the capability of the user's terminal (e.g. deliver a MM / notification in a manner compatible with the terminals capability).

-
User status-sensitive MM Management


The MMS shall be able to support the capability for the terminal and network to take account of the availability, changes of the state of availability of the user (e.g. store messages if the recipient is not available).

-
MMS Control by the operator


The MMS shall be able to support a request from the operator to enable/disable MM delivery and submission.

-
MMS Control by the user


The MMS shall be able to support a request from the user to enable/disable MM delivery and submission.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.

-
Personalise multimedia messaging


The MMS shall be able to support a request by the user to manage the Service Preferences of his User Service Profile related to this MMS [2](e.g. customise his MM environment within the capabilities of the terminal, network and MM application. This could be unconditional or conditional e.g. depending on roaming conditions or operator restrictions).

-
MM creation


The MMS shall be able to support the request to create a MM by the user or an application.


This requirement shall be supported at the application layer in the terminal, and will not be further elaborated.

-
MM Time Stamping


The MMS shall be able to support the request to include a reliable time value in an MM, a notification and an acknowledgement as appropriate.
-
MM recall


The MMS shall be able to support the request to delete a MM once submitted (e.g. recalling a message).

-
Multiple Media


Multimedia messages may be composed of either a single medium (e.g. voice) or multi-media (e.g. Voice and video). The MMS shall be able to support a request for media synchronisation / sequencing.

-
Media Type Conversion


The MMS shall be able to support a request to convert between  media types (e.g. Fax to image).


This requirement shall be supported at the application layer in the network, and will not be further elaborated.

-
Media Format Conversion 


The MMS shall be able to support a request by the user or the application to  convert between MM media formats (e.g. JPEG to GIF).


This requirement shall be supported at the application layer in the terminal and/or in the network, and will not be further elaborated.

-
Message forwarding


The MMS shall be able to support a request to forward multimedia messages or multimedia message elements without having to first download the MM to the terminal.


This requirement shall be supported at the application layer in the network, and will not be further elaborated.

-
Storage of Multi-Media Messages


The MMS shall be able to support a request for multimedia messages or message elements to be stored until delivered to the recipient’s terminal, until they expire, or until they are deleted by the user (unless configured differently). The MMS shall be able to support a request to store and manage all MMs in a network based repository rather than on the mobile terminal.


This requirement shall be supported at the application layer in the network, and will not be further elaborated.

NOTE:
There is no requirement for the MMS  to be responsible for the processing/presentation of the MM message, after it has been delivered to the terminal.

-
Prioritisation of Messages


The MMS shall be able to support a request for MM prioritisation subject to the capabilities of the network (e.g. the sender of the MM may request to prioritise the importance of the multimedia messages).

-
Message qualification

The MMS shall be able to support a request for MM qualification (e.g. subject) for the purpose of advanced user experience and awareness. 
-
Screening of Messages


The MMS shall be able to support a request for MM screening subject to the capabilities of the network (e.g. automatically delete “junk mail”, anonymous messages without delivery to the recipient’s terminal).


This requirement shall be supported at the application layer in the terminal an/or in the network, and will not be further elaborated.

-
Validity Period


The MMS shall be able to support a request to define validity periods (earliest and latest desired time) for message delivery (e.g. if a message can not be delivered within a certain time it will be deleted).

5.2
Multimedia message delivery and submission

-
Submission mechanism


The MMS shall support multimedia messages or messages elements to be submitted to the recipient’s terminal.

-
Push Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be automatically delivered to the recipient's terminal.

-
Pull Mechanism


The MMS shall be able to support a request for multimedia messages or messages elements to be delivered to the recipient’s terminal on request by the recipient.


For Release 99, streaming will be considered only in the case of the pull mechanism.

Editor’s Note: push and pull delivery mechanisms could be identical; the criteria which decide on the type of mechanism (push / pull) are either described in the User Services Profile or out of the scope of this specification.

-
Concurrency


The MMS shall be able to support MM delivery to and from the user’s terminal not be restricted during other active services (subject to the capabilities of the terminal and the network).

-
Streaming


The MMS shall be able to support streaming for both MM delivery from the MMS Server to the terminal, and MM upload from the terminal to the MMS Server.

5.3
Notification and Acknowledgement

The MMS shall be able to support a request to send generic notification and acknowledgement capability to inform the user in an appropriate manner of MMS events. Examples may include:

-
notify the recipient about received  messages (including a description of the message, e.g. content, size, type).

-
notify the recipient about actions taken by the MMS, (e.g. due to profile settings like automatic MM forwarding, deletion, etc.).

-
acknowledge the sender about successful or failed MM or storage of a MM.

-
acknowledge the sender about successful or failed MM submission.

-
acknowledge the sender about successful or failed MM delivery to the recipient terminal (subject to the recipient permitting such an acknowledgement).

-
acknowledge the sender about the MM being read/handled at the recipient terminal (subject to the recipient permitting such an acknowledgement). 
-
acknowledge the sender about successful or failed MM deletion.

-
acknowledge the sender, upon request, about the status of a submitted MM (i.e. delivered / not delivered).

5.4
Addressing

The MMS shall support different addressing formats to identify the sender and recipient as specified in 22.975 [4] where applicable. It shall be possible to submit one message to multiple recipients.

The MMS shall be able to support the request to hide the sender’s address from the recipient. 
3GPP
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