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2.1
Normative references

[1]
TS 22.003: " CS Teleservices supported by a PLMN".

[2]
TS 22.011: "Service Accessibility".

[3]
TS 22.060: "General Packet Radio Service (GPRS) stage 1".

[4]
TS 22.066: "Support of Mobile Number Portability (MNP)".

[5]
TS 22.101: "Service principles".

[6]
TS 22.105: "Services and Service Capabilities".

 
 
[7]
RFC2543: "SIP: Session Initiation Protocol"

 
 
 

6
Standardised service capability approach

IP multimedia applications shall, as a principle, not be standardised, allowing operator specific variations.  It shall be possible to enable rapid service creation and deployment using service capabilities.

It is important that commercially available IP multimedia applications are supported.  In general compatibility shall be with these IP multimedia applications instead of building 3GPP-specific solutions.

The following options shall be available in the 3GPP standards to enable service delivery:

· an architectural framework shall be created that enables maximum flexibility in the end user device and network servers, similar in concept to that used in the Internet. 

This framework shall enable an operator to efficiently deploy IP multimedia applications in a network-agnostic manner without having to wait for these applications or additional enabling technology, to be standardised in 3GPP.

· service capabilities (enhanced to control IP multimedia applications), which will allow IP multimedia applications to be deployed in a vendor independent manner


· registration mechanisms which allow the network to understand the limitations of the mobile and thereby take appropriate actions.

Note: 
There is a concern that with a large variety of toolkits to create applications, service interworking between terminals and networks may be compromised and needs to be addressed.

7.5.1
Identification of entities

Both telecom and internet numbering and addressing schemes shall be supported. IP multimedia communication establishment (both mobile originating and terminating) depending on originator shall be able to be based on E.164  (e.g. +1 23 456 789) or SIP URL (sip:my.name@company.org) [7]. 

It shall be possible for the network operator to use 

- the same E.164 number for IP multimedia sessions and CS speech telephony (TS11) [1]

- a different E.164 number if desired for IP multimedia sessions

This allows customers who originally had only an E164 MSISDN to retain the same number for receiving communications in the IM domain and also in the CS domain when outside IM coverage.
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