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Reason for change:
(

The current ODB barring categories for Packet Oriented Services has conflicts with the description in GPRS stage 2.

The following sentences are extracts from the GPRS stage 2 (23.060) normative Annex (APN and GGSN Selection): 

When the MS is in its HPLMN, if the MS requests an APN that does not correspond to any GGSN of its HPLMN, the request shall be rejected by SGSN. When the MS is in a VPLMN, if the MS requests an APN that does not correspond to any GGSN of its HPLMN nor of this VPLMN, the request shall be rejected by SGSN.

On the other hands, The following sentences are extracts from the the ODB stage 1 specification (22.041)

· It shall be possible to bar subscribers completely from the Packet Oriented Services.

· It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are outside the HPLMN whilst the subscriber is in the HPLMN.

· It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN.

· It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN.

· Whilst roaming in a VPLMN, it shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are neither in the HPLMN nor the roamed to VPLMN.

It is obvious that the 2nd bullet and the last bullet of the 24.041 conflicts with the GPPS stage 2 so that these bullets should be eliminated.
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This CR redefines the Section 5.2 Packet Oriented Services.




Consequences if 
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not approved:
Unless this CR is approved, The misalignments between ODB stage1 and GPRS stage 2 remained.
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5.2
Packet Oriented Services

Packet Oriented Services, particularly data services, are different in nature to Circuit Oriented Services, and therefore have different requirements for Operator Determined Barring.
As described in the following categories, the Service Provider may at any time activate this feature and this shall terminate any relevant services in progress, and bar future requests for service covered by the barring category:

· It shall be possible to bar subscribers completely from the Packet Oriented Services.

· 
· It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the HPLMN whilst the subscriber is roaming in a VPLMN.

· It shall be possible to bar a subscriber from requesting Packet Oriented Services from access points that are within the roamed to VPLMN.

· 
The term 'access point' is used to indicate the GGSN or part of the GGSN that is specified by a particular APN. 
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