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1. Introduction

A number of scenarios for UE-split have been discussed in 3GPP. So far these have been rather complicated and it has been hard to make progress in the work. It is proposed that SA1 identifies a small number of scenarios that are believed to represent the most important and useful short-term requirements and that these then be adopted as the release 5 focus. Other scenarios may still be considered for later releases.

The scenarios selected for release 5 should:

· correspond to likely physical scenarios for available equipment,

· offer attractive commercial opportunities,

· be relatively technically simple.

2. Proposed Focus

Examination of existing devices and trends highlights one scenario as being particularly important in the short term. This is the case of a UMTS PC-Card or similar physical module plugged in to a computer such as a PDA or PC. Clearly there is strong growth in the use of portable computers of all types. Being able to use these machines in conjunction with UMTS is an important business opportunity.

Within this physical configuration many types of functional split between the UMTS module and the computer are possible. However one case in particular is important to consider because it is equivalent to the generic way computers treat other types of network interface cards, and it corresponds to the vast majority (or possibly all) available and planned products. In this configuration the basic UMTS protocols are implemented in the UMTS module. The computer contains the following elements:

· driver software to control the UMTS module and interface it to the computer operating system

· software applications using network protocols (such as IP) which are routed to other computers via the card.

The scenario under discussion is illustrated below.

It is important to understand that the model described here is motivated by the generic solutions the computer industry has adopted to allow a wide variety of physical network types to be supported in the same Operating System and transparently to the applications. Computer operating systems provide applications with a “socket” for each network protocol. At the level of the application the physical network type is hidden behind the socket. Thus an application using IP will not normally be aware of whether the IP packets are being routed over an Ethernet LAN or a UMTS PDP context. Similarly the OS provides a range of APIs for network cards to interface with – allowing new cards and network types to be easily added.


[image: image1.wmf] 

UMTS Module (PC Card)

 

Computer (PC or PDA)

 

UICC

 

Basic UMTS Protocols

 

UMTS Driver Software

 

Operating System

 

Application

 

API

 

Software elements

 

Key

 


Proposed Scenario

In the past the scenario above may not have required detailed treatment in 3GPP. In release 99 the scope of the UMTS standard was limited to the UMTS Module and perhaps the interface in to this module (the AT command set).  However with the introduction of the IP Multimedia Subsystem (IMS) in release 5 the situation is radically changed. Now we have one IP application – the IMS client – which is explicitly covered by the UMTS standard.

Technically the IMS client is a software client using IP to communicate to the IMS network elements in a peer-to-peer way. If the IMS client is implemented on the computer it sits in the area labelled “application” in the diagram. Deploying IMS clients as software in the computer offers important advantages:

· The IMS client capabilities can evolve without changing hardware or firmware. This will improve service velocity.

· The IMS client can integrate with the user’s other business, entertainment and communications tools.

· The IMS client can take advantage of the physical characteristics of computer (eg large display, memory, processing power)

· By using a different network module IMS services may be accessed via other network types – providing seamless desktop and wireless services.

3. Conclusion

SA1 is asked to endorse the following points and actions:

1. A limited list of target scenarios for UE functionality split needs to be identified for release 5.

2. One scenario to be supported in release 5 is the case of a UMTS module connected to or embedded in a computer. The computer will contain IP-based applications that can communicate via UMTS. The UMTS module will contain all the basic UMTS protocols.

3. In the above scenario the IP-multimedia subsystem client may be implemented in the computer.

4. SA1 should identify in detail the requirements for the above scenario

5. Based on these requirements other groups in 3GPP should address the technical and security issues.

6. Other candidate scenarios for release 5 should also be evaluated. A possible extension of the case described is to have a wireless interface between the computer and the UMTS module.
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