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7.11 GPRS Parameters stored on the SIM/USIM

The following GPRS parameters may be available on the SIM/USIM for use by applications on the ME.

7.11.1 GPRS Attachment Preferences in the Home PLMN

The following 3 attach home parameters may be stored on the SIM/USIM :

Parameter AH1 : Attach at Power on flag

Parameter AH2 : Attach at 1st PDP Context flag

Parameter AH3 : Attach at 1st MO SMS flag

7.11.2 GPRS Detachment Preferences in the Home PLMN

The following 4 detach home parameters may be stored on the SIM/USIM :

Parameter DH1 : Detach at Power off only flag

Parameter DH2 : Timed detach following last PDP Deactivation flag

Parameter DH3 : Timed detach following last data flow activity flag

Parameter DH4 : Timer value i.e. immediately, specified time (in minutes), never

7.11.3 GPRS Attachement Preferences in the Roaming PLMN

The following 3 attach roaming parameters may be stored on the SIM/USIM :

Parameter AR1 : Attach at Power on flag

Parameter AR2 : Attach at 1st PDP Context flag

Parameter AR3 : Attach at 1st MO SMS flag

7.11.4 GPRS Detachement Preferences in the Roaming PLMN

The following 4 detach roaming parameters may be stored on the SIM/USIM :

Parameter DR1 : Detach at Power off only flag

Parameter DR2 : Timed detach following last PDP Deactivation flag

Parameter DR3 : Timed detach following last data flow activity flag

Parameter DR4 : Timer value i.e. immediately, specified time (in minutes), never
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